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Energy Efficient, 
Powerful Performance 


With dual Intel® Xeon® 5600/5500 series Six-Core, Quad-Core, or Dual-Core processors and 
up to 192GB of DDR3 memory, the iX-Athena is designed for small businesses seeking a 
high performance computing solution. 


iX-Athena 


Notable features 
include: 


* Dual 64-Bit Socket 1366 Six-Core, Quad-Core, or Dual-Core, 
Intel® Xeon® Processor 5600/5500 Series 

ees ee |e ey Wa OB aie Lem Cala 
Configuration (Optional 4U Rackmount Rail Kit Available) 

* Dual Intel® 5520 Chipsets with Quick-Path Interconnect 
(OP!) up to 6.4 GT/s 

« Upto 192GB DDR3 1333/1066/800MHz ECC Registered 
DIMM/24GB Unbuffered DIMM (18 DIMM Slots) 

* Two (x16) PCI-E 2.0 slots, Four (x8) PCI-E 2.0 slots 
(1 in x 16 slot), and One (x4) PCI-E slot (in x8 slot) 

* Intel® 82576 Dual-Port Gigabit Ethernet Controller 

* Matrox G200eW Graphics Support 

* Integrated IPMI 2.0 with Dedicated LAN 

* Realtek ALC888 7.1 HD audio 

* Two 5,000 RPM Hot-swap Cooling Fans 

* Two 5,000 RPM Hot-swap Rear Exhaust Fans 

* 1400W Redundant High Efficiency Power Supply 
(Gold Level 93%+ power efficiency) 
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The iX-Athena showcases amazing computing performance and energy efficiency, while 
keeping noise levels toa minimum. 


The iX-Athena delivers the most powerful performance available on the market today. Dual Intel® Xeon® 5600 Series 
Processors (Six/Quad-Core) or Dual Intel® Xeon® 5500 Series Processors (Quad/Dual-Core) boost performance for specific 
workloads by increasing processor frequency. Next-generation Intel® Virtualization Technology enhances performance in 
virtualized environments by up to 2.1x with new hardware-assist capabilities. Up to 192GB of DDR3 memory with eighteen DIMM 
sockets supports higher performance for data-intensive applications and makes it easy for the iX-Athena to handle any workload. 


In terms of energy efficiency, the iX-Athena also leads the pack. The automated low-power states of the Intel® Xeon® 
5600/5500 series processors intelligently save power during low-use periods and increase performance when the system requires 
it. The iX-Athena also features an FCC Class B certified power supply with gold level (9390+) energy efficiency to provide 1400W 
of power and minimize impact on the environment. 


The Super-Quiet operation of the iX-Athena allows users to spend less time distracted by a loud machine, and more time 
focusing on its powerful computing capabilities. At normal operation levels, the ix-Athena workstation’s 5,000 RPM cooling and 
exhaust fans perform at a hushed 38 decibels to make this an ideal machine for any office or lab environment. 


With eight 3.5” hot-swappable SAS/SATA hard drive bays, the iX-Athena also offers ample storage for all conceivable 
technical computing and graphics applications. The ix-Athena even includes four dedicated power connectors for high-end 
graphics cards, all contained in a stylishly sleek, high-end quality, dark gray chassis. 


To order today call: 
1-800-820-BSDi 


For more information about the iX-Athena visit: 
http://www.iXsystems.com/Athena 


Powerful. 
Intelligent. 
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Dear Readers! 


Happy Easter ! 
| hope you had great time during this 
holidays! 


Today.we have two very important messages 
for you! 


First one! We are opening new section in our 
magazine: Questions from Readers! 

Feel free to send your questions concerning 
BSD to our team so that they could appear in 
the next issues of our magazine. 

| hope you will like this idea and participate in 
it! 


In second message | want to ask you to do 
us a favor and answer a short questionnaire 
concerning our magazine. This will certainly 
help us to improve our magazine and make it 
more interesting than ever before! 


You can find the questionnaire in your e-mail 
boxes attached to your newsletter. 

If you are not subscribed to our newsletter, 
please do this, or contact our team directly 
editors@bsdmag.org. 


Thank you and enjoy your reading! 


Olga Kartseva 
Editor in Chief 
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C) G Modern FreeBSD Install 


Slawomir Wojtczak (vermaden) 

All these years sysinstall(8) was helping us to install FreeBSD 
with most needed options. Today it is not anymore up to the 
task with new filesystems and technologies like gjournal(8) and 
more important ZFS, swap and full disk encryption with geli(8) 
or RAID1/RAIDO redundancy/speed increase with gmirror(8) 
and gstripe(8). Currently sysinstall(8) only supports installation 
on UFS filesystem with optional SoftUpdates. This article will 
show You how to create more modern FreeBSD installation 
without using sysinstall(8) 


“Il X11 without dbus/hald and with three kings 
Slawomir Wojtczak (vermaden) 

FreeBSD Handbook suggests (check section 5.4.2 Configuring 

X11), that running sysutils/hal (hald) and devel/dbus daemons 

is mandatory to have working x11/xordg ... 

nothing further from the truth. 


how-to’s 
*1<- Converting a FreeBSD Port Using PBI Builder 


Dru Lavigne 

This is an excerpt from the “Becoming a Developer’ chapter 
of the recently released book, The Definitive Guide to PC-BSD. 
The Definitive Guide is meant to be so, taking the reader from 
complete PC-BSD novice to advanced, PC-BSD power user. This 
means that some of the concepts used in later chapters are 
covered in detail in earlier chapters. The book is available with a 
companion DVD of PC-BSD 8.0 from the FreeBSD Mall 


*1€3 BSD File Sharing — Part 2. SAMBA 

Topiaz Petr 
Last time | wrote about NFS on different BSD’s. This time | 
am going to dedicate this article of the series to SAMBA Why 
SAMBA? Well, while samba is far from being a reliable well 
secured tool for sharing, it definitely is very usable in terms of 
sharing files with various versions of MS Windows. 


¢2¢2 Running VirtualBox OSE with VNC under 
FreeBSD 8.0 
Rob Somerville 
VirtualBox is a type 2 hypervisor that sits directly on top of the 
host-server OS and is suitable for server, desktop and embedded 
applications. It will run most OS's as guest with few exceptions, and 
like Vmware * there are many pre-built V's available. 


e2€3 FreeBSD Firewall with Transparent Proxy 
Server, DHCP Server and Name Server 
Joshua Ebarvia 

If you need Internet-sharing to be available to share allow 

your network to access the web using only one public IP 

Address, you need to setup a gateway. FreeBSD has all the 


Contents @ 


tools and packages for your network to be able to access the 
Internet. It has also the services to filter the traffic requests to 
the web and block sites which are not appropriate according 
to your corporate IT rules. In short, all you need is a Firewall 
plus services that will make your network secure and easy to 
manage in terms of network configurations. 


«2 2 The Squid and the Blowfish 
Daniele Mazzocchio 

We have grown so much accustomed to Internet access on 
our work computers, that we can hardly imagine what people 
ever did all day long on their workplace before! By providing 
access to a virtually endless amount of information, the Internet 
has quickly turned into an essential working tool. So essential 
that most companies can't do without it anymore. But besides 
providing a huge amount of information, the Internet has 
also turned into the main virus vehicle (togetherwith e-mail) 
and doesn't exclusively provide content in line with corporate 
policies. That's why a proxy server is often as necessary as the 
Internet connection itself. 


let’s talk 


€</€3 Hosting Environment Network and Firewall 
Redundancy with the BSDs 
Chris Buechler 
With many large websites and hosting providers relying on BSD 
operating systems to power their businesses, it only makes sense 
that many smaller providers take the same path. 


£32 Comparison of FreeBSD And OpenBSD: Not 
One Cake But The Two Ones 
Jural Sipos 
The purpose of this article is to highlight some differences between 
the two BSD operating systems — FreeBSD and OpenBSD. It is 
because there is a significant lack of such information, as BSD 
systems somewhat keep hidden in seclusion. To help readers 
understand what the term BSD means, some terminological and 
historical aspects are presented too. 


interview 


£3 Introducing Beastie to Strangers 
Jesse Smith 

When PC-BSD 8 first came out back in February, | installed the 
operating system on two of my machines and was very impressed 
with the new release. It was fast, powerful, flexible and worked well 
with my hardware. Not only was | thrilled with the latest release 
from the PC-BSD team, but | wanted to share my experience with 
others. | had visions of an army of Beasties peacefully invading 
homes, public access terminals, schools and businesses. And 
while | felt this BSD product had earned a place on my desktop 
machine, | was curious to see how other people would react to it 
— not just people in the IT field or people who were already open 
source enthusiasts, but everyday Joe and Jane Users. 
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Slawomir Wojtczak (vermaden) 


Modern FreeBSD 


All these years sysinstall(8) was helping us to install FreeBSD with most needed 


options. 


oday it is not anymore up to the task with new filesystems 

and technologies like gjournal(8) and more important 

ZFS, swap and full disk encryption with ge1i (8) or RAID1/ 

RAIDO redundancy/speed increase with gmirror(s) and 
gstripe (8). Currently sysinstal1 (8) only supports installation on 
UFS filesystem with optional SoftUpdates. This article will show 
You how to create more modern FreeBSD installation without 
USING sysinstall (8). 

This article assumes, that You would want to create fresh 
installation of FreeBSD, using one or three harddisks, ZFS 
filesystem cat be used on systems with, for example 768 MB 
RAM (which will require a lot of tunning in /boot/1oader.coné), 
but 2 to 4 GB of RAM will be best for this king of setup. Also i386 
architecture is not welcome here, since ZFS works a lot more 
reliably on amd64, but You may of course use i386 FreeBSD 
variant on system with 512 MB as well, with some heavy 


Listing 1. The layout of system with 1 harddisk 


MBR SLICE 1 | (252 Mea OES 

| SWAP | 2 Ge 

 euiss | 2a ME |) unc nmes 6) 
Rigug Nee dates foeeteae Hip A Bay sheets A Nas cat ep Sh eA St, 
IES Sine 2 Visite REST | ZFS 

| ven» | REM i Ans 


Listing 2. The redundancy planning for system with 3 disks 








i Disko | Disk ebrSk2 
/ | < RAIDI > iy, |< RATDI > y. 

| SWAPO | [ SWAP1 | SWAP2 
Z SRA a Ee |< RAT DS.> S 











tweaking, but You may be facing occasional kernel panics. 
| would even say that i886 with small amount of RAM can be 
treated as testing sandbox for this kind of setup (like under 
VirtualBox with virtual harddisks). This setup will need these 
requirements: 


64bit CPU 

2-4 GB RAM 

1/3 disks 

DVD/USB boot support 


This install method will put / on UFS filesystem w/o 
SoftUpdates (can be later mounted read only), 2-3 GB of 
Swap Space, /tmp filesystem mounted on swap with mdmfs(8) 
and all other filesystems like /usr and /var mounted on ZFS 
pool. Mounting /tmp on swap makes sense cause swap 
is random small chunks of data often kept there for short 
period of time, same for /tmp filesystem. Many other well 
known UNIX systems also use that by default, like Solaris 
or AIX for example. It will not require rebuilding anything, 
just simple setup on plain MBR partitions (as opposite to 





Listing 3. The layout for single disk for system with 3 disks 


MBR SLica i }| 7 )\ S12. MB. || UES 


—----------- 4------4}--------4}--------- 
MBR SLICE 2 | SWAP | 1 GB | 

7 tmp |) 512 Ms |) ments (3 
—----------- 4------4}--------4--------- 
MER Sine re 3 illee tet a Rudnodh || Alas 

[i eles Raot | 4es 
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Listing 4. The whole procedude, described as simple as possible 


1.0. | assume that disk for installation would be ad0 


(while ad0/adl/ad2 for system with 3 disks) 


1.1. Boot *-dvd-* from DVD or *-memstick-* from pendrive 


On first two screens select options as described below. 


Country Selection --> United States 


Hixit ==> CDROM/DVD (for *=-dvd—* image) 


USB (for *=mMemstick=* image) 


1.2. Create your temporary working environment 


fixity /mme2 /bin/ sh 

# setenv PATH /mnt2/rescue:/mnt2/usr/bin:/mnt2/sbin 
# set filec 

# set autolist 


# set nobeep 


1.3. Load needed modules 


# kldload /mnt2/boot/kernel/geom mbr.ko 
# kldload /mnt2/boot/kernel/opensolaris.ko 
# kldload /mnt2/boot/kernel/zfs.ko 


1.4. Create/mount needed filesystems 


Tits SeCkion iS split across Ewo versions, for System with 3 disks om the left side and for the system with dingle 


Clieive Om tae Oclae@ie - 


Disko e so Disks cs i 
?f Cal Palkia << | HOK a. [Reis ene joeues NO Te 
PoliGe 635 512M eral EGS 62 22 550M 
Do2 6s) 71024 [iia Ole “ee a 
Pao sla gate . [ee 3 oO "0 0 
p 4 Oy 0 0 | p 4 QO .@ 0 
cal Peau 
ean on 
| 
7 Ore —f soak -cad® ld Edask —t pare ado 
i EOuck =f pare. adi | 
7 Hews = abe aeZ eo @ate = abel, << HORS 
| # /dev/ad0s1: 
# kldload /mnt2/boot/kernel/geom mirror.ko [Me paiitilt Lone : 
# -omarror label”  rootrs adsl | a>) Sl2m, 0; 42288) 
# GMirnror insert Kootrs eadisi | i * swap 
* GMirror Insert roorrs ed2si i 2 SHOE Ss 
| 
# bsdlabel -B -w /dev/mirror/rootfs | # bsdlabel -B -w ad0Osl 
| # bsdlabel adele) tail —1 2 = abel 
# glabel label swap0O ad0s2 | # bsdlabel -R ad0sl label 
# glabel label swapl adls2 | # glabell label rootits addsla 
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# glabel label swap2 ad2s2 


newfs /dev/mirror/rootfsa 

zpool create basefs raidz ad0s3 adls3 ad2s3 
zfs create basefs/usr 

zfs create basefs/var 

mkdir /NEWROOT 

mount /dev/mirror/rootfsa /NEWROOT 

zfs set mountpoint=/NEWROOT/usr basefs/usr 


$+ $F$ FS FS OFS HFS FS FH 


zfs set mountpoint=/NEWROOT/var basefs/var 


1.5. Actually install needed FreeBSD sets 


# setenv DESTDIR /NEWROOT 
# cd /dist/8.0-RELEASE 


+ con base 
ey) TgtSqe cules 
eo! 


(answer ‘y’ here) 


# cd manpages 
ft 2 /imetal ly sh 
# cd 


# cd kernels 
# ./install.sh generic 


+ cad 


# cd /NEWROOT/boot 
# rm —-r kernel 


# mv GENERIC kernel 


Se OE HEHEHE HEHE HR: 


glabel label swap ad0slb 

newfs /dev/label/rootfs 

zpool create basefs ad0s2 

zfs create basefs/usr 

zfs create basefs/var 

mkdir /NEWROOT 

mount /dev/label/rootfs /NEWROOT 

zfs set mountpoint=/NEWROOT/usr basefs/usr 


zfs set mountpoint=/NEWROOT/var basefs/var 


1.6. Provide basic configuration needed to boot new system 


Di SiiC=s ss 
# cat > /NEWROOT/etc/fstab << EOF _ 
#dev #mount #fs #opts #dump #pass 
/AeV/Mirnor/ LOOotisa / ufs rw al il 
/dev/label/swap0 none Swap sw 0 0 
/dev/label/swapl none Swap sw 0 0 
/dev/label/swap2 none Swap sw 0 0 

HOF 


# Cat > /NEWROOT/boot/loader.cont << _ EOF 
Ze ell = Eno 

elie iekeagd— Va. 

Geom minrenr Wioad— (io 


BOF 


[Vbiskses a 


Can 7 NEWROOl/Cuc7terab << EOr 


| #dev #mount #fs #opts #dump #pass 
| (déev/ label/iTootis / ufs rw al 1 

| /dev/label/swap none Swap sw 0 0) 

| HOF 


| # Cat > /NEWROOT/boot/ loader.cont << EOF 
Pezies  llgetd—= 7 Vio: 
prattcn lead= YES” 
| HOE 


ano Pare Eade 1S same for bouh ways im ubac secuion. 


1 Cau > /NEWROOT/Stc/re,.conn <= POR) 
Zi Senate =" Vis 


BOF 
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1.7. Unmount filesystems and reboot 


ed / 

Zs) UMe Wine, =a 

umount /NEWROOT 

zfs set mountpoint=/usr basefs/usr 
zfs set mountpoint=/var basefs/var 
zfs set mountpoint=none basefs 


zpool export basefs 


Seg te eee ee eee ee ee 


reboot 


As the last command says, we will be restarting out system now and booting into newly installed one (but not yet 


conligured);, So aiter reboot remove installation media that You wsed for install process (USB/ DVD): 


2.0. At boot loader select boot into single user mode 


4. Boot FreeBSD in single user mode 
Enter full pathname of Shell or RETURN fon /biny si: 7 /bany csh 


= / Gescue/ zpeol ampore —D 


QO 


% exit 


2.1. Login as root without password 


hogakntik oO ir 


Dassword. ) (7JuUsk nik LNT) 


2.2. Set root password 


# passwd 


2.3. set hostname 


+ echo Hostaame—=\ HOSTNAME \” => Jere, re ,conmr 


2.4. Set timezone and date/time 


# tzsetup 
# date 201001142240 


2.5. Mount /tmp on swap 


? Cat => 7 etc/ re. cont <<) FOr. 
Enpinis=" Vis 
tmpsize="512m” 


Epi stags Oe OrasyMe Noe Micon sus ai yy 


__ EOF _ 


2.6. Move termcap into /etc (instead of useless link on crash) 


# rm /etc/termcap 
# mv /usr/share/misc/termcap /etc 


# In -s /etc/termcap /usr/share/misc/termcap 
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2./. Add latest security patches 


# freebsd-update fetch 
# freebsd-update install 


# Cat > /boot/loader.cont << . HOF _- 


Vis ao Le heels 0 


EOF 


# shutdown -r now 


# freebsd-update install 


Mount 1t Lead only). 
# mount -w / 
Tale eta) 


+ MO WM te ee af 


[make changes on /] 





If you chosen to use read only /, 


2.9. [ONLY FOR 1386] Tune the ZFS filesystem 


# enable prefetch 


Vis.zis.arc max=134217728 # 128 MB 
vis.zfs.vdev.cache.size=8388608 # 8 MB 
vm. kmem_size=536870912 # 512 MB 
vm.kmem_ size max=536870912 # 512 MB 


2.10. Reboot and enjoy modern install of FreeBSD system 


3.1. After reboot finish installing security updates 


AHCI mode that enables Native Command Queuing, small and compact / filesystem without need to fsck(8) 


2.8. [OPTIONAL] Make all changes to configuration in /etc, then set / to be mounted read-only 


Dine ke aes PebiSsits= a 
#dev fMOUNE {LS  7OOES Tau Toass |) rdev #mount #fs #opts #dump #pass 
+/ dev /MirLor/mookisa )/ HES: VES il i | +/dev/label/rootfs / Wiss aso 1 a 
=/dev/ Mirror, rOOknsan, ufs rw il 1 he dew, abel moon sa, ufs rw al iL 
/dev/label/swap0 none swap sw 0 0 | /dev/label/swap none swap sw 0 0 
/dev/label/swapl none swap sw 0 0 | 
/dev/label/swap2 none swap sw 0) 0 | 


Now You have complete basic FreeBSD installation using all newest available features/technologies like ZFS filesystem, 


anymore (if you 


then this little listing will make adding changes to it easier. 





GPT partitions which FreeBSD also 
supports). It will also enable new AHCI 
mode for harddisks which increases 
performance by about 33%. 

FreeBSD’s base system consists of 
files spread across / and /usr, but with 
just / You have access to most important 
core of the base system which will be 
more then enought for recovery with all 
needed tools under /rescue (only in case 
when something wrong will happen with 


10 


ZFS pool). You will need amd64/i386 
*-dvd-* diSk Or *-memstick-* image for 
this installation, unfortunelly *-disk1-* 
will not do since it does not contain livefs 
system. 

Here is layout of system with 1 
harddisk: see Listing 1. 

Redundancy planning for system with 
3 disks: see Listing 2. 

. and here layout for single disk for 
system with 3 disks: see Listing 3. 
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Here is the whole  procedude, 
described as simple as possible (see 
Listing 4). 


You can now add your users, services 
and packages as usual on any FreeBSD 
system, have fun ;) 
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Visit www.webhostingbuzz.com 
to see all plans or order 


Shared Hosting 


FreeBSD powered shared web 
hosting with a free domain name 
and cPanel control panel. Perfect 
for smaller websites and prices 
from $4.95 per month 


750GB disk space 
15000GB bandwidth 

1 Free Domain Name 
24 x 7 phone, chat and 
helpdesk support 


from $7.95 per month 


800.252.1887 






Virtual ee Servers 


Full Control: Root access, power 
on/off/reboot at any time. 

Choice of operating systems 
including FreeBSD 

Dedicated Resources: Guaranteed 
share of CPU and RAM 

Scalability: Buy only the resources 
you need now, and upgrade them as 
demand increases with virtually 
limitless capacity 


CPU 1Ghz Guaranteed 
512MB RAM Guaranteed 
50GB Disk Space 
FreeBSD 


$34.95 per month 


sales@webhostingbuzz.com 


HOSPING 


\iidavelU haul al-us Dyla-esy(el= 


-_ 


arse ee 

Our completely customizable range 
of Managed Services allows you to 
focus on running your business, 
while knowing a team of IT 
professionals are hard at work 
managing your IT environment. 


- Dedicated servers to fit any budget 
- Fully managed clusters 
¢ High availability 


Dual Xeon 5520 
8GB RAM 

2x 1.5TB HDD 
FreeBSD 


$549 per month 
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and with three kings 


FreeBSD Handbook suggests (check section 5.4.2 Configuring X11), that running 
sysutils/hal (hald) and devel/dbus daemons is mandatory to have working x11/xorg ... 


nothing further from the truth. 


11 do not require them to run as usual, its just that 

FreeBSD supports two ways of handling mouse and 

ketboard for X11, the nald/dbus way and without them 

using good old moused(8) daemon. This guide will 
show You how to have X11 on Your FreeBSD using the second 
of mentioned methods. | would also add information how to 
disable [CAPS LOCK] key and bring back the working three kings 
behaviour, which means that You would be able to kill X11 with 
[CTRL] — [ALT] — [BACKSPACE] combination. 


Install FreeBSD along with x11/xorg or add it by package 
root pkg add =r xorg 
Enable and start moused(8) daemon 


root# echo moused enable=\"YES\" >> /etc/rce.cont 


root# /etc/rce.d/moused start 

Generate new X11 config 

root# X -configure 

Move config to its proper place. 

root# mv /root/xorg.conf.new /usr/local/etc/X11/xorg.conf 


Add needed options in sections ServerFlags and InputDevice 
See Listing 1. 


Disabling the CAPS LOCK key 
To disable it, you need to also ddd ctrl:nocaps tO xkbOptions line, 
so in the end it will look like that one below. 


Section "InputDevice" 


Identifier "keyboard0" 


Driver "kbd" 

Option "“KKDOp Lions” “terminatetctrl alt bksp,ctrl: 
nocaps" 
EndSection 


Basic client configuration 
users cat > ~/.xinitre << _ EOF _ 


xterm & 


Of course twm is only for testing purposes, you can replace it with 
some more modern window manager like openbox/fluxbox/pekwm. 
If You do not prefer black console text login, then use slim light 
graphical login manager, it is as simple as that. 


Start X11 with some custom options 
users Xinit -—— -dpi 75 -—nolisten tcp 


Example full xorg.conf config 
See Listing 2. 


Light and simple graphical login manager [OPTIONAL] 

After You add slim with pkg add -r slim it will also require a line 
like ttyv8 /usr/local/bin/slim xterm on secure in /etc/ttys file 
and slim enable="YESs" line iN /etc/rc.conf file. Then You will just 
have to start it with /usr/local/etc/re.d/slim Start. 
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Listing 1. Add needed options in sections ServerFlags and InputDevice 


root# vi /usr/ local/etc/xll/xorg. cont 


Section ,ServerFlags” 
(ome) 
Oprdon: ,, Dome Zao - oe tes 
Oprion ¢ AlionEmpry Iinpiur Vy Oll 
Option ,AutoAddDevices” ,off” 


MMClSACS1c I. Oia 


Section ,InputDevice” 
(aca) 
OPELOny, -KOOpelons Gs EeCrmimece. ctrl ta lelbkep” 


EndSection 


Following options are needed to have working X11 without 


hald/dbus daemons. 

Section ,ServerFlags” 
Cone) 
Operon 7Allowimpleyinpun {orn ” 
Option ,AutoAddDevices” ,off” 


EiNGelSeeieakon 


and following for ‘three kings’ terminate keyboard 
Slice euies 
Section ,ServerFlags” 
(eee) 
OpETon: 7, DOncAap  7,Orr— 


EndSection 


Section ,InputDevice” 

(recess) 

ODELOne, ;SOOpElons” @,EeCrmimece: Creal ale bksp7 
BnGSseer Lon 


Listing 2. Example full xorg.conf config 


Section ,ServerFlags” 
OpEdone, DOME Za @ oes 
Opuaion _,AlilionEmpryInpur | ,Oll 
Option ,AutoAddDevices” ,off” 


EndSection 


Section ,InputDevice” 


Identifier ,keyboard0” 


Driver Peale. Clad 

Opraon 7 DODETONS” 7, cerMminete curl walt bkapyerr i: 
nocaps” 
EndSection 


Section ,ServerLayout” 
Identifier ,xorg0” 
Screen 0 7screen0Q” One 


InputDevice ,mouse0” ,corePointer” 


X11 without dbus/hald and with three kings 


InputDevice ,keyboard0” ,CoreKeyboard” 


EAMNGhS Seieait@vtal 


Section ,Module” 
Load ,dbe” 
Load =,cicn 
Load |,exEmod” 
Loads, ol” 


iaclSSeic som 


Section ,InputDevice” 


Identifier ,mouse0” 
































Driver 7pmouse” 
Opraon PELOEOoo eee) 
Option ,bevice” ,/aev/sysmouse” 
Opmaon ,seRisMapping {24° 3°60 77 
EndSection 
Sechion. Mons twor — 
Identifier ,monitor0” 
Opiraon 7 DPMS” 
EndSection 
Section ,Device” 
Identifier ,gfx0” 
Driver wintel” 
OpiEaon 7 DPMS” 
EndSection 
Section ,Screen” 
Identifier ,screen0” 
Device ee Oe 
luke vo\al wie Pike ngialeroyal 0)a4 
SubSection, Display” 
Modes ,1440x900” 
EndSubSection 
EndSection 
Section ,Files” 
ModullePath 7/usr/ local, laib/ xorg/modules” 
FontPath Wrust/ Locality xi) fomesy mlescy “ 
FontPath 7 ase / boca, itey Il money lla © 
FontPath Waste ocdl, bib, <i) fonts, OLE” 
FontPath ,/Usr/iecal/ikiby <li tones, lyoely@ 
FontPath 7) Sky keenly ely bom ey OO ciods. 4 
PonkPath py bison) moze cil alatiey > Mb ieeiniersy/-7) sojourn 
EndSection 
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Dru Lavigne 


Converting a FreeBSD 
Port Using PBI Builder 





This is an excerpt from the “Becoming a Developer’ chapter of the recently released 


book, The Definitive Guide to PC-BSD. 


he Definitive Guide is meant to be so, taking the reader 

from complete PC-BSD novice to advanced, PC-BSD 

power user. This means that some of the concepts used 

in later chapters are covered in detail in earlier chapters. 
The book is available with a companion DVD of PC-BSD 8.0 from 
the FreeBSD Mall. 

Chapters 9 and 10 introduced you to FreeBSD ports and 
packages and gave some insight into the work port maintainers 
go through so that the package and port “just work.” PBI Builder 
simplifies the process of converting an existing FreeBSD port into 
a PBI, which means anyone can create a PBI without needing 
much (if any) previous development experience. If you have a bit 
of time to spare, like to learn new things, and are interested in 
seeing as much software as possible available to the PC-BSD 
community, try your hand at creating a PBI with PBI Builder. The 
more PBls that are available, the better it is for everyone because 
it ensures that even brand new PC-BSD users can safely install 
and keep up to date about the software that they need. 

Information about and the download for PBI Builder can be 
found at htto://www.pcbsd.org/ content/view/45/30/ PBI Builder is 
a command-line utility that requires you to edit a few configuration 
variables that are used when the PBI is built. PBI Builder automates 
the entire build process: the creation of the build sandbox, fetching 
the source for the port and all its dependencies, building everything 
that is needed, and converting the results into the PBI. 

PBI Builder uses a large archive that contains the system 
source and world environment used by PC-BSD. It provides all 
the libraries needed to ensure that the resulting PBI works on the 
version of PC-BSD that matches the version of PBI Builder. 


Tip 
The file /pbi-build/docs/HOWTO-MODULES is well worth reading 
because it fully explains all the files contained in the archive and 


the PBI creation process. If you're curious about what commands 
are executed when building a PBI, read through the scripts in 
/pbi-build/scripts/, You can also find some examples in /pbi- 
build/docs/module-examples. 


Building Your First PBI 
Before building your PBI: 


Check that a PBI for that software doesn't currently exist at 
pbidircom or pbibuild.ocbsd.com. 

Check that the Pbi-dev mailing list isn’t currently testing 
a PBI for that software. 

Check to see if a module already exists at http:// 
trac.ocbsd.org/browser/pbibuild/modules 

Search for the software at freshports.org. Some of the 
FreshPorts details for that software come in handy when you 
configure your PBI module. 

Download and untar the PBI Builder archive according 
to the instructions in the Using the PBI Builder (http:// 
wiki,pcbsd.org/index.php/Using_the_PBI_ Builder) document. 


Now that your system is ready for building PBls, download the 
PBI module template. 


# cd /pbi-build/modules 

# fetch http://www.pcbsd.org/files/templates/module- 
template.tgz 

# tar xzvf module-template.tgz 


Create a directory structure for your module that represents the 
ports category and name. Copy the contents of the template 
directory to your new directory. We use the example of creating 
a module named /pbi-build/modules/irc/conspire. 
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# mkdir -p irc/conspire 
# cp -R template/* irc/conspire/ 
# ls -F irc/conspire 
build.sh kmenu-dir/ overlay-dir/ 
preportmake.sh 
copy-files mime-dir/ pbi.cont 
Most PBISs can be_ successfully built 
after modifying a few lines in pbiconf 
and kmenu-dir/Omymenu. This section 
shows you how to make those changes, 
and the next section demonstrates more 
advanced configurations. 

To successfully configure your module, 
you must modify the following variables in 


the pbi.conf file. 


PROGNAME: The name of the PBI. 
This should be the same name 
as the FreeBSD port. Dont include 
the version number unless there is 
already another PBI for a different 
version. 

PROGWEB: The Main Web Site URL 
for the port as listed at Freshports. 
PROGAUTHOR: Most software _ is 
maintained by a project rather than 
an individual. Examples of suitable 
values are The Mozilla Foundation (for 
Firefox) or the BitchX team (for bitchx). 
PROGICON: Check the pkg-plist in the 
CVSWeb for the port to find the path to 
the png file representing the icon for 
the application. If there is more than 
one, look for the png with the same 
name as the port. If there is no png 
for the software, check the software’s 
website to see if it has an icon 
image. If there is an image available, 
download the image, convert it to png 
if it is in another format, save the png 
to the module’s overlay-dir directory, 
and provide only the name of the png. 
PBIPORT: The full path to the port to 
be built. 


Here is an example of the changes made 
to /pbi-build/modules/irc/conspire/ 
pbi.conf. see Listing 1. 

Next, you must modify the first three 
variables in kmenu-dir/Omymenu. 


ExePath: The path to the executable 
that should start when the application 
is launched. You can find the correct 
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path name at Freshports. Click the 
CVSWeb link for the port, and then 
click the pkg-plist. The binary has bin 
somewhere in the path. If there are 
multiple binary paths, select the binary 
that seems the most reasonable 
name for the application. 

Exelcon: The same path you used in 
PROGICON= in  pbi.conf. This allows 
the icon to show in the KDE menu. 
ExeDescr. A short (2 - 3 words) 
description that shows up in the KDE 
menu. 


/pbi-build/modules/ 
looks 


The example for 
irc/conspire/kmenu-dir/Omymenu 


like this: 


ExePath: bin/conspire 
ExeIcon: share/pixmaps/conspire.png 


ExeDescr: IRC Client 


#Program Name 
PROGNAME="conspire” 


#Program Website 


#Program Author 


PROGAUTHOR="Conspire Team” 
#Default Icon: 
COnspire.png” 


FE reesSD Port we want to build 


PBIPORT="/usr/ports/irc/conspire” 


# ed) /pol=buala 
i, /poibuild.sh ixc/conspire 
Running portsnap to update ports tree 


Starting module traversal, =. 


Staruing, burlad vor are conspire 
Rebuilding module irc/conspire... 
Hound preportimake.si, running @t... 


Sena aia Ota leesto teal lEGh ee 


it 





Listing 1. An example of the changes made to /pbi-build/modules/irc/conspire/pbi.conf 


PROGWEB="http://confluence.atheme.org/display/CON/Home” 


(Relative to overlay-dir) 


#Please only use PNG files for the program icon PROGICON=”share/pixmaps/ 


Listing 2. The script messages as the build progresses 


Copying /pbi=bua ld7 buildwomlad ko /pol=bua lidy polsandbox 


Copying: /poi-—bua ld) perks fo 7 pel=bui ld pbisandboex/usr/ cores 


SUCCESS Bualad fimmshed ror ire / conspire 


When you finish making your changes, 
ensure that the system is connected to the 
Internet because you require connectivity 
to build the underlying port. 

You're now ready to cd into the /pbi- 
build directory and start the pbibuld.sh 
script. Include the name of the module 
you wish to build. If you don’t provide any 
arguments, the script builds every module 
that exists in the modules directory. The 
script provides some messages as the 
build progresses, as seen in the following 
example: see Listing 2. 

If you want to watch the details of the 
build process, you can monitor the build 
log using tail -« 
irc/conspire/build.log and _ substitute 
the pathname for your PBI. 

Although the PBI build process is 
completely automated and should just 
work, it does take time. The amount of time 


/pbi-build/outgoing/ 
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depends upon the size of the application, 
the number of dependencies, and the 
speed of your build system. 

When the build is finished, you 
receive your prompt back and the PBI is 
placed in a subdirectory of /pbi-build/ 
outgoing/ with the same name as the 
module you built. In this example, the PBI 


/pbi-build/outgoing/irc/conspire/ 
eonspire4 .0.35-PV0.0b1. 


Advanced Module Configuration 

Most PBIs can be built by simply modifying 
the variables mentioned in the previous 
section. This section provides an overview 
of the more advanced configurations that 
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is found in: 


© 


File Edit Settings 


kd o 


Save 


are possible through modifying the other 


KDE Menu Editor 


Help 


es 


New ltem New Submenu New Separator 


= ge 
Cut Copy 
RPilot 
‘@KTimeTracker 
@«Timer 
_IKWrite 
_ Kate 
_° Klipper 
/ Okteta 
9 SuperKaramba 
Sweeper 
Bvim 
«kttsmagr 
myapp 
+ More Applications 
+ £ Lost & Found 
fa Find Filac Ee aldore 


General Advanced 


Name: conspire 


Descnption: IRC Client 


“A 
Comment: 
Command: ‘Programs/bin/conspire J ;-j 
Enable launch feedback 
__ Place in system tray 

" 

i 


___ Only show in KDE 











Figure 14-4. KDE menu settings for the conspire PBI 
Table 14-2. Variables that Control a PBI’s Appearance in the KDE Menu 


ExePath The path to the application’s executable as listed at Freshports. 


ExeDescr A brief description of the application. 


ExeNoMenu Set to 0 if you want an icon in the KDE menu and 1 if you don't. 


the user to enter the administrative password when the application launches. 


command-line based and should be executed in a Konsole session. 


ExeLink Set to 1 to open the ExePath value in Konqueror, and set to 0 to launch the ExePath 










value as an executable. 


Exe Taskbar Places application in system tray; this feature is currently unimplemented. 





ExeKdeCat 


Set to one of the category names listed in Kickoff->Applications. 
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variables and files that come with the 
modules template. 


build.sh 

This script is run after all the files have 
been copied to the PBI’s directory and 
can contain any commands you wish to 
run at that time. The PBI Module Builder 
Guide __ (http://wikijocbsd.org/index.php/ 
PBI_Module_Builder_Guide) provides 
an example that modifies the version 
number. 


copy-files 

It is rare to need this file, but you can use it 
to modify where certain files get populated 
to. 


kmenu-dir/Omymenu 

The variables in this file control how the 
application appears in the KDE menu. 
Table 14-2 provides a description of each 
variable, 


mime-dir/OOmymime 

Some applications require their MIME 
types to be listed to work correctly. See 
the PBI Module Builder Guide for usage 
examples and gotchas. 


overlay-dir/ 

PBI builder agutomatically populates all the 
files needed by the PBI, according to the 
underlying port's instructions. If you have 
an additional file you would like to include 
(for example a README for the PBI) or 
a customized graphic, include it here. You 
can also customize the PBI scripts that 
came with this directory but should only 
do so if you have a good reason to make 
the change. 


pbi.conf 
Table 14-3 summarizes the remaining 
variables in this file. 


preportmake.sh 

Allows you to execute commands needed 
for the port to build properly. See the PBI 
Module Builder Guide for an example. 

If you right-click Kickoff and select 
Menu Editor, you can see the settings 
that come with every application in the 
KDE menu. Comparing the General and 
Advanced tab of an application should 


give you a better understanding of the 
effect that the variables in Table 14-3 
have on the KDE menu. Figure 14-4 shows 
a screenshot for the installed conspire 
PBI. 

Table 14-3 briefly describes the 
remaining variables that can be set in 
pbi .Cont, 


Troubleshooting 

As long as there isn’t a problem with the 
underlying FreeBSD port and assuming 
you have followed all of the steps in 
the section on Building your First PBI, 
PBI Builder should just work. If the build 
fails, double-check Freshports to confirm 
that the port isnt broken, forbidden, or 
restricted. 

If the port looks fine, check the error 
message that appeared when you 
received your prompt back. It contains 
the number of the script that failed. The 
2.1 in the following example indicates that 
/pbi-build/scripts/2.1.startmake.sh 
failed. Any script with a lower number is 
successful, and any script with a higher 
number has not run yet. 

ERROR: 2.1 Build failed of 
conspire!!! 

When PBI Builder exits, it compresses 
the log of the PBI build process, so you 


irc/ 


Table 14-3. Remaining Variables for pbi.conf 
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need to uncompress it with the bunzip2 
command. Take the time to go through 
the build log, starting at the end, because 
this is where the error occurred. Usually, 
the problem is obvious from the error. If 
it is not, work your way backwards to 
see what happened successfully before 
the error occurred. If the error indicates 
that the port build was unable to fetch 
a required file, double-check your Internet 
connectivity. 

After you resolve the error, remove 
the lock file and rerun buildpbi.sh. The 
build starts over again to ensure that your 
sandbox environment is clean. 

If you are stuck, send an email to the 
Pbi-dev mailing list that includes the error 
and enough contextual information to 
enable other developers to help you figure 
out what went wrong. 


Testing and Submitting Your PBI 

After you have a PBI, you want to test it 
yourself before making it available for 
others to test. From Dolphin, navigate to 
your PBI, right-click it, and select Open 
with PBI Launcher. The PNG for your 
PBI should show in the PBI’s icon within 
Dolphin. As the PBI installs, check the 
initial installation screen to ensure that 
the Vendor (PROGAUTHOR variable) and 


PBIVERSION= 





PBIUPDATE= 


Enables you to override the PBI version if the build fails to automatically detect it. 


Leave as-is as needed by the PBI build server. 





MAKEOPTS= 


discusses targets. 








PBIDISABLE 
FONTLINK= 


PBIPRUNE* 


BUILDINMATE= 


Enables you to pass make targets that are used when the PBI is built; Chapter 10 


Use this if you want to use the application’s internal fonts instead of the system fonts. 


Several prune variables allow you to keep include directories, python files, per! 


Uncomment this line if you are building an inmate file instead of a PBI. 
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URL (PROGURL variable) are displayed 
correctly. After the PBI is finished installing, 
start the application to make sure that the 
correct binary starts. After the application 
launches, try out all the screens in the 
program to make sure that nothing is 
missing and none of the menus causes 
the application to crash. Finally, find your 
PBI in Menu Editor and make sure that 
all the desired features show for the KDE 
menu. 

If you find a typo or need to fix 
a configuration file in your module, you don't 
have to rebuild the underlying port. Simply 
run /pbi-build/scripts/3.makepbi.sh 
after making your configuration change. 
This rerolls the PBI so you can test your 
changes. 

Tip pbibuildsh creates a_ clean 
environment every time it runs. This 
means that it removes everything that 
was previously built and starts over again. 
If your build successfully finished, you 
don't have to rebuild to reroll the PBI with 
your new configurations. You can save 
a lot of time by running the 3.makepbi.sh 
script. 

When you are satisfied that your PBI 
works correctly, create a compressed 
archive of its directory. The following 
example creates a compressed archive 
named /conspire.tar.bz2. 


# cd /pbi-build/modules/irc 
# tar cvf /conspre.tar 


# bzip2 /conspire.tar 


Upload the archive to a publicly available 
server. If you dont have a_ server of 
your own, contact the leader of the PBI 
development team for credentials to the 
PBI ftp server. After the PBI is uploaded, 
send an email to the Pbi-dev mailing list. 
Your email should include a subject line 
of submit module category/portname (for 
example, submit module irc/conspire). The 
body should contain the location where 
testers can download the archive for the 
module to build and test it. 
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BSD File Sharing 


— Part 2. 





Petr Topiarz 





SAMBA 





Last time | wrote about NFS on different BSD's. This time | am going to dedicate this 


article of the series to SAMBA. 


hy SAMBA? Well, while samba is far from being 
a reliable well secured tool for sharing, it definitely 
is very usable in terms of sharing files with various 
versions of MS Windows. 

As samba is supported by all unices | have come across, 
| find it rather important for any network administrator to 
be able to configure it and make it work. This can be very 
beneficial in situations such as when a person visits your 
office or home and now has the ability to connect to your 
network shares regardless of the operating system they are 
running on their laptop. Samba is also a very easy way to 
share printers. 

First | am going to describe the way in which we setup 
a simple samba server with various BSD systems, then | will try 
to give you an account of some of the other samba features that 
can be used to extend its usability and finally | will show how to 
access a samba share. 


Starting samba on BSD 

With all the BSD’s variants, samba comes as a. third-party 
package in ports/pkgsrc. The currently used version is version 
3 or 3.3 depending on your BSD system. After installing the 
package you need to configure your system to start Samba 
automatically on boot-up as well as configure your shares and 
determine who may access them. 


NetBSD 
Install samba: 


# cd /usr/pkgsrc/net/samba 


# take install clean 


Edit /etc/inetd.conf and uncomment the next two lines: 


netbios-ssn stream tcp nowait root /usr/pkg/sbin/smbd 


netbios-ns dgram udp wait root /usr/pkg/sbin/nmbd 
add the following lines to /etc/rc.conf: 


smbd=YES 
nmbd=YES 


samba=YES 
copy starting scripts to its place: 


# cp /usr/pkg/share/examples/rc.d/samba /etc/rc.d/ 
#cp /usr/pkg/share/examples/rc.d/smbd /etc/rc.d 
#cp /usr/pkg/share/examples/rce.d/nmbd /etc/rec.d/ 


reboot and samba is up and running. 
You can restart samba daemons any time: 


# fetc/rc.d/samba restart 


OpenBSD 
Install samba: 


# cd /usr/ports/net/samba 


+ make install clean 


Edit /etc/rc.local and add these lines: 


if [ -x /usr/local/libexec/smbd ]; then 
echo -n ' smbd' 
/usr/local/libexec/smbd 

fi 

if [ -x /usr/local/libexec/nmbd ]; then 
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echo -n ' nmbd' 
/usr/local/libexec/nmbd 
fi 


reboot and samba is up and running. 


Listing 1. Configuring SAMBA 


S$ cat /etc/samba/smb.conf 
[globat | 

workgroup = BSD 

server string = clipper 

smo passwd file = /etc/smbpasswd 

encrypt passwords = yes 

load printers = yes 

PriMEing —— i ceHps 

printcap name = cups 


show add printer wizard = Yes 


use client driver = yes 
[HP-Laser] 
comment = HP LaserJet 2300L 


path = /var/spool/samba/printing 


printer = HP-Laser 
public = yes 
writable = no 


printable = yes 


[HP-PSC] 
Commence = He PSC 1510 


path = /var/spool/samba/printing 


printer = HP-PSC 
public = yes 
writable = no 


printable = yes 


[orate 
comment = Printer Drivers 
path = /etc/samba/drivers 


browseable = no 
guest ok = no 
read only = yes 


Wiclice list = coor 


[shared] 
comment = shared space 
browseable = yes 
path = /home/samba 
public = yes 
readonly = no 
writable = yes 


ereace mask = O7F77 
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You can manually restart samba any FreeBSD 


time: 


kill -HUP ‘cat /var/run/smbd.pid- 





kill -HUP ‘cat /var/run/nmbd.pid- 
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Install samba: 


# cd /usr/ports/net/samba3 


# make install 


Add the following lines to the /etc/rc.conf 
file: 


nmbd enable="YERS" 
smbd enable="YERS" 


reboot and samba is up and running. 
You can restart samba daemons any 
time: 


# /usr/local/etc/rc.d/samba restart 


Configuring samba 

With NFS, the file /etc/exports iS used for 
share configuration, similarly the Samba 
equivalent is a file called smb.conz. The 
file smb.con¢ iS often stored in /etc/samba 
or simply in /etc. | use the Same smb.conf 
file on various Linux distros as well as on 
OpenBSD and NetBSD. After checking 
FreeBSD man page | found out that 
the same smb.con¢ file would work with 
FreeBSD as well. This one is very simple, 
and it's main feature is that it makes the 
shares easily discoverable and usable 
to anyone (to an attacker as well, of 
course). It is suitable for non-important 
public shares on well secured nets see 
(Listing 1). 

The above file will work well on most 
systems. Now we will look at the file 
structure. The first paragraph with the 
global options tells us very basically 
what we want the group and server to 
be called and how it appears when 
viewed via samba _ browsers. Next it 
specifies where the system should look 
for samba user passwords. This is a very 
important option, as it can cause a lot of 
trouble if incorrectly changed by you or 
an application. Next there is information 
about using cups for printing. The following 
paragraphs define the printers we use at 
our company. One of the most important 
variables, is the path to the spooler, that 
can vary on different systems. The section 
called [prints] defines a directory where 
you can place window drivers that can be 
loaded should a connecting system be 
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missing a specific printer driver for one of 
your printers. Finally there is the {shared} 
section that tells us the (path) where the 
shared files are and that they are fully 
accessible to anyone. 

Configuring Samba can probably be 
easier when using an administration tool 
such as SWAT. However | never use it. 
| prefer editing config files on my own. If 
you are one of the people who prefer using 
graphical configuration tools, have a look 
at the following url: http://samba.org/ 
samba/docs/man/Samba-HOWTO- 
Collection/SWAT.html 


Security 

Now | believe many people would like to 
make their shares a littke more secure, 
or at least not so easily accessible by 
anyone who plugs in a cable. There 
are security features in samba _ that 
can assist in securing your shares, for 
example setting a variable security = 
user Will make the share accessible by 
specific samba share users only. Setting 
up a samba share password is done 
easily. Here is an example of adding 
a system user david to the samba 
password list: 


# smbpasswd -a david 


the system will then prompt you for 
a password, accept it and save it in the file 
defined in the global options section. After 
choosing the security = user feature you 
have to add a line to your samba shares, 
similar to this: 
valid users = david 1iz 


The line above will allow users david 
and iiz to access the chosen samba 
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share. Of course there can be various 
shares defined in the smb.conf with 
different security options. There are 
more security options and features 
available in the Samba configuration. 
You can decide whether read only or 
read-write access is given to the user or 
public, you can pick a domain, a group 
of users to access the share and So on. 
However there is one interesting fact to 
realize: 

SAMBA IS VERY INSECURE - and 
to prove it, hackers offer a tool for 
everyone to try out. It is called smbsniff, 
and its description is as_ follows: 
Smbsniff is a LanManager packet 
sniffer that will write to your disk all the 
files shared and the documents printed 
in a LanManager (understand samba) 
environment. 


Accessing samba 
Windows machines will find your shares 
via the network environment icon on their 
desktops. Unix desktop environments 
such as Gnome and KDE have integrated 
samba clients in their file browsers. The 
same is true for Mac. Samba _ shares 
can also be accessed and mounted 
in a command line environment. The 
command line samba client uses smbfs 
to access the share. The commands are 
rather easy: 

To see which shares are available on 
a given host, run: 


# smbclient -L host 
You can also browse the content from 
ag windows machine with NetBSD 


smbclient: 


# smboclient //host/shared name resource 


http://wiki.netbsd.se/How_to_set_up_a_ Samba_Server 
http://www. freebsd.org/doc/handbook/network-samba.html 


https://calomel.org/samba.html 
http:/www.samba.org/ 


http://www. hsc.fr/ressources/outils/smbsnift/ 


http://www. openunix.eu/ 


And a lot of practice ... :-) 
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Then you can also mount the chosen 
share on your machine as if it was a part 
of your local filesystem: 


# mount _smbfs -W workgroup -u david 


//nost/share /mnt/samba 


The above example will try to mount 
a remote share to your local directory / 
mnt/samba. While accessing the remote file 
system it will give the user name of david 
and workgroup work group. 

Of course the host in the examples 
above is a name or IP address of 
a machine in your network. 


Summary 

Samba is a way to share your files and 
printers with MS Windows, Mac, Linux or 
other BSD’s. Samba is a universal and 
very practical tool for everyday file sharing 
and_ printer sharing. However samba 
is insecure and it is not recommended 
for production, important, or confidential 
shares especially in a large network 
environments. 


Looking for help, tip or advice: 
Want to share your knowledge uith others: 


Visit BSD maga Ht forum 
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‘@ how-to’s 


Running VirtualBox 








Rob Somerville 


OSE with VNC under 
FreeBSD 8.0 





VirtualBox is a type 2 hypervisor that sits directly on top of the host-server OS and is 
suitable for server, desktop and embedded applications. It will run most OS's as guest 
with few exceptions, and like Vmware * there are many pre-built VM's available. 


hile VirtualBox is generally very stable, there are 

a few gotcha’s that are specific to certain versions 

and hardware configurations which are covered 

later in this article. A VirtualBox enterprise support 
license is available from Oracle® for a number of platforms, but 
at the time of writing there was no specific offering for the BSD 
community, so we will be using the VirtualBox Open Source 
Edition for this installation. There seems to be little functional 
difference between the two products other than support for VNC 
and USB in the enterprise version. 


Installation requirements 

While VirtualBox will itself require little in way of disk space (and 
will run in 512Mb of RAM) depending on the size of your VM 
images, and the types of VM you intend to roll out will play a large 
part in dictating what hardware you will require. If more than 4GB 
of RAM will be required, the 64 bit version of FreeBSD would be 
preferred rather than the i386 version FreeBSD 8.0 which was 
used for this setup. All tests were carried out on a 2.6 GHZ dual 
core AMD 64 with 2GB of RAM and 80GB of storage. 

In this example once FreeBSD was installed the server 
was run headless and all updates etc. were carried out 
via SSH. A working internet connection will be required for 
patching/downloading packages etc. For this installation, we 
will be using BlackBox as the Window Manager and Tightvne 
for accessing the desktop, but due to inherent security issues 
with VNC based applications, it is recommended that the 
Tightvnc traffic is run through a secure tunnel in a production 
environment. 


Packages or Ports? 
Depending on how bleeding edge you want your installation to 
be, and if you have the time available, VirtualBox should install 


OK from ports, but there have been problems in the past that 
are documented at http://wiki.freebsd.org/VirtualBox. For this 
install | used packages and the server was up and running with 
multiple VM’s in under 90 minutes using some pre-prepared 
ISO’s. 


Part 1 - Commissioning VirtualBox 
Perform a clean basic FreeBSD install, with no ports or 
packages. You can use DHCP as the IP address for the server 
if preferred. Enable SSH, and create a guest account with 
membership of the wheel group. Ensure Internet connectivity 
is present. During testing, | used a script file to load the 
drivers when needed, but if you prefer they can be added to 
loader.conf — see Improving this configuration at the end of 
this article. 

If running headless, login with the guest account and su to 
root. Patch the box: 


freebsd-update fetch 


freebsd-update install 


Install the required packages and check for vulnerabilities. If you 
want to run VirtualBox headless, install TIGHTVNC: 


pkg add -r xorg blackbox virtualbox 
pkg add: -r tightvne 

pkg add -r portaudit 
/usr/local/sbin/portaudit -Fda 


Modify RC.CONF to support Xorg and VirtualBox. 


# Added for VirtualBox support 
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dbus enable="YES" 
hald_enable="YES" 


Add PROCFS support for VirtualBox in 
/etc/fstab 


# Added for VirtualBox support 


proc /proc procfs rw 0 


Create a test VBOXload script in /usr/ 
local/sbin: see Listing 1. 

To allow an unprivileged user to mount 
CDROM in VirtualBox add the following to 


/etc/devis. cont. 


# Added for VirtualBox support 


perm cdo 0666 
perm xpt0 0666 
perm pass0 0666 


If you intend to run VirtualBox at the server 
console edit /home/vboxuser/.xinitre! 


exec blackbox 


If you want to run headless, now is the 
time to SSH into the box with your guest 
account. Add a custom user vboxuser and 
ensure they join the vboxusers group 


Su 


adduser 


Next we need to configure vncserver for 
the vboxuser account: 


su vboxuser 


VNCSErver 


When prompted enter your password and 
say n to view only password. 

Edit /home/vboxuser/.vnc/xstartup 
Script to support BlackBox: 


#1 /bin/ sh 
xrdb SHOME/.Xresources 
blackbox & 


Restart vncserver on the host to pull in the 
changes: 


vneserver -kill :1 


VnNCServer 
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Create a directory for ISO images: your choice into the CDROM drive then fall 
back to your root account: 
mkdir /home/vboxuser/.VirtualBox/ISO 
exit 
Either copy some ISO’s across to the 
newly created directory or roll your own 


from an OS CD/DVD. Insert the OS of 


cd /home/vboxuser/ .VirtualBox/ISO 
dd if=/dev/acd0 of=image.iso bs=2048 


chown vboxuser:vboxuser image.iso 





Listing 1. Creating a test VBOXload script 
#!/bin/sh 


# NOTE: Under certain circumstances VirtualBox KM’s can cause the server 
# to panic. 
KM’s should be OK with later releases, but until stable & tested I 
prefer to manually load the modules on new machines. 


See http://wiki.freebsd.org/VirtualBox 


You cannot create a VM from CDROM media over a VNC session using this 


Se OE HEHEHE HEHE 


Script — load the drivers vie loader Conk at you wanc Lo do this: 


echo Loading VirtualBox kernel module support ... 
kldload atapicam 
kldload vboxdrv 
kldload vboxnetilt 


kldload vboxnetadp 


Make it executable: 


chmod 550° /usir/ locally sbin/VBOxlload 








VirtualBox OSE 


File Machine Help 


o @ 


New Settings Start Discard 


& Details Snapshots 


& General 
Name: NT4 
OS Type: Windows NT 4 


System 
Base Memory: 128 MB 
Processor(s}: 1 
Boot Order: Floppy, CD/DVD-ROM, Hard Disk 
VTaVAMD3¥: Enabled 
Nested Paging: Disabled 


Display 
Video Memory 
3D Acceleration: 


@ Hard Disks 
IDE Primary Master: 


ee | 
us © Powered Off 


5 MB 
Disabled 


NT4.vdi (Normal, 2.00 GB} 


© cD/DvD-ROM 
Image: 


nt.iso 


El Floppy 
Not mounted 


{P Audio 
Host Driver: 
Controller: 


OSS Audio Driver 
ICH ACS? 


Workspace l 4 > VirtualBox OSE 05:37 PM 


Figure 1. A Microsoft NT4 virtual machine ready to run 
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Repeat as necessary for each distribution, 
remove the CD/DVD and reboot to pick up 
the rc.conr and DEVFS changes: 


reboot 


Part 2 - Testing VirtualBox 
Note: You can install the O/S software 
from CDROM with a VirtualBox session 
run from the server console provided 
you run VirtualBox as the root user 
—- as a security measure X will not 
allow you to run VirtualBox as root via 
VNC. Alternatively, load the drivers from 
loaderconf at boot time rather than 
using the VBOXload script and log in 
via VNC as vboxuser. If you decide to 
use the root account to load CDROM’s 
from the server console, change the 
default hard disk and machine folders in 
VirtualBox to a mounted filesystem with 
sufficient space for your disk images to 
expand -— the root partition on FreeBSD 
is | 496Mb by default which is not 
sufficient capacity. 

To access Blackbox on the server 
at 192.168.0.180 from another host use 
xvneviewer (or the client of your choice): 


xvneviewer 192.168.0.130:1 


Alternatively login to the server console as 
vboxuser and type startx. 

Once your remote VNC session is 
established, run an xterm session by 
right-clicking on the Blackbox desktop 
and selecting xterm. Load the VBOXload 
script as root and check that the 
atapicam and 3 vbox kernel modules 
are loaded: 


su name of your guest account 
su 

VBOXload 

kldstat 

Sz 


exit 


lf all the modules are loaded successfully, 
run VirtualBox from your xterm session: 


VirtualBox 


You should be greeted by the registration 
screen (See Step 1) 
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Part 3 — Building Virtual 
Machines 

VM’s can be built from virtually any OS 
provided the processor architecture is 
Supported e.g. you cannot run an OS 
designed for a SPARC * box on an i386 
version of Virtualbox, but you can run 
FreeBSD i886 under an 64 bit Intel or 


AMD. environment. BSD, Linux, Minux, 
FreeDOS and the various offerings from 
Microsoft *, Sun * (OpenSolaris) and 
Apple * (i886) should run without any 
problem. 

Novell Netware * seems to have 
problems though, but | didn’t have a copy 
to test to confirm this. 


nT4 [Running] - VirtualBox OSE 


Windows NT Workstation Setup 


Welcome to Setup. 


The Setup program 
version 4.6 prepares 


learn more about Windows NI Setup before continuing. 


set up Windows NT now, 


repair a damaged Windows NT version 4.80 installation. 


quit Setup without installing Windows NT. 





Workspace l 4 > 


Figure 2. NT4 install screen 


iz x NT4 [Running] - VirtualBox OSE 


Begin Logon ‘3 


in 


} This product is protected by US and international copyright laws as desenbed in the About Box. { 


ee 
NT4 [Running] - VirtualBox OSE 4 


Workspace l 4 > 


NT4 [Running] - VirtualBox OSE 





for the Microsoft¢R> Windows NICTM> operating system 
Windows NT to run 


on your computer. 


press Fi. 


press ENTER. 


press R. 


press F3. 


» 05:38 PM 


Press Ctrl + Alt + Delete to log on 


4.0 2 
with Microsoft internet Explorer 





N 
S #B0[@B8Rogntctri Z 





> 06:00 PM r 


Figure 3. NT4 in glorious 16 colours using the stock video support 
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Step 2. VirtualBox GUI with no VM's loaded 
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Step 4. Naming and selecting the guest OS and 
version 
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Step 5. Allocating memory to the guest OS 
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Step 8. Selecting dynamic or fixed size storage 
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Step 12. A newly created VM in the GUI — No valid 


boot device available 
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Key points to note when building VM’'s: 


1. Ensure the VM meets the minimum 
(or maximum!) requirement of the 
target OS for memory, disk space 
etc. For instance NT4 * baulked at the 
8GB default partition that VirtualBox 
provides. 

2. Ensure you have enough storage on 
your VM host. On older hard disks, at 
8GB per chunk space can be eaten 
up quickly. While the VM may start OK, 
if you have chosen dynamic storage, 





Step 13. Selecting the CDROM as the boot device for 
new VM 
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Step 15. ISO image selected 
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the image grows according to the 
demands of the OS and this can lead 
to capacity issues, 

Most OS’s play well with the default 
hardware provided by VirtualBox, but 
sometimes video drivers may need 
to be tweaked with older OS’s (NT4 is 
an example). This caveat also applies 


File Machine Help 


@ Host CD/DVD Drive 
LITE-ON DVDRW SHW-1635S (/dev/cd0) 


Enable Passthrough 


{) ISO Image File 


<no media> 
fd Shared Folders 


Select a settings category from the list on the left side and move the 


to some versions of Windows 7 * that 
do not recognise the network card, 
but this was not found in the later 
versions | tried 

Guest additions are not mandatory, 
all the VM’s shown in Figure 5 were 
installed without them. Your mileage 
may vary though. 





mouse over a settings item to get more information, 


Workspace l 4 > NT4 - Settings 


Figure 4. Booting the guest VM from CDROM 


De Sres: Crh Alt-Delete to begn 


Requeing thes hey combination at startup helps keep 
rhormation, cick Help. 
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Figure 5. Windows Server 2003, Windows 7 and BackTrack 4 VM's running simultaneously 


5. To build your VM using an ISO image, 
follow the diagrams in Steps 1 — 15. If 
you want to use the vendor supplied 
CDROM, refer to Figure 4. 


Improving this configuration 

When you are happy with the way 
VirtualBox performs, add support at 
boot by adding these lines to /boot/ 


loader.conf: 


atapicam load="YES" 
vooxdryv load="YERS" 
vooxnertit load="YERS" 
vboxnetadp load="YES" 


You will no longer need to run VBOXload 
prior to loading VirtualBox after a reboot. 
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It would be trivial to autostart VBOXload 
and vncserver via an rc script at boot, but 
this would probably be undesirable unless 
a firewall was installed on the server to 
limit access to the vncsession to certain 
clients. As VNC traffic is not encrypted 
(with the exception of the password), 
and the password is effectively limited to 
8 characters, al least an SSL tunnel or 
equivalent form of encryption would be 
required in a production environment. 

At time of writing, the guest additions 
were not available from the website (so 
could not be downloaded via VirtualBox), 
but they are available as a separate port 
from the freshports website. 


RootBSD 
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Further reading 





Virtualbox 


¢ — http://wiki.freebsd.org/VirtualBox 
¢ — http://www.virtualbox.org/ 


Downloadable VM images — treat all 


downloads as_ untrusted or sandbox 


accordingly 


http://virtualboximages.com/ 
http://sourceforge.net/projects/ 
virtualboximage/files/ 
http://virtualboxes.org/ 

All trademarks and 
acknowledged 


copyrights 
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FreeBSD Firewall with 
Transparent Proxy Server, 
DHCP Server and Name Server 





Joshua Ebarvia 


If you need Internet-sharing to be available to 
share allow your network to access the web using 
only one public IP Address, you need to setup 

a gateway. 


reeBSD has all the tools and packages for your network 
to be able to access the Internet. It has also the services 
to filter the traffic requests to the web and block sites 
which are not appropriate according to your corporate 
IT rules. In short, all you need is a Firewall plus services that 
will make your network secure and easy to manage in terms of 
network configurations. 
| will assume that you have a fully functional machine running 
FreeBSD 8.0 with two network interfaces, one with public IP 
address and the other one with a private IP address. Here is 
what your setup may look like see Figure 1. 
| will not go on to details on installing FreeBSD and setting up 
both it’s interface cards. Let’s start! 


Getting and updating the Ports Collection 
The FreeBSD ports collection contains the list of packages that can 
be installed into Freebsd. If you don't have it yet, do the following: 


# portsnap fetch 


# portsnap extract 
If you want to update it because you already have it, 
# portsnap update 


To learn more about the Ports Collection, read the FreeBSD 
Handbook 


Setting up PF 
PF will be our firewall for our setup. It is included in the FreeBSD 
base installation, but it is not enabled by default. There are two 
ways to enable it, using kldload and recompiling your kernel. 
| prefer the latter. 





Operating System: FreeBSD 8.0-RELEASE 
Name Server: DNSMasgq 2.52 
DHCP Server: ISC DHCP Server 3.1 


Proxy Server: Squid 3.1 


URL Redirector: list of 
www. shallalist.de 


Firewall: PF (OpenBSD Packet Filtering) 


SquidGuard 1.4 using the black 


To enable PF in the kernel, you have to include the lines in the 
/usr/src/sys/[SARCH] /conf/GENERIC where SARCH may be i386, 
amd64 or whatever architecture you use. Use your favorite text 
editor to add the entries below at the end of the file. 


device pf 


device pflog 

device prsync 
options ALTO 
options ALTQ CBQ 
options ALTQ RED 
options ALTQ RIO 
options ALTO HPSC 
options ALTO PRIQ 
optLons ALTQ NOPCC 





After making changes, you have to recompile your kernel and 
reboot your system. 


# cd /usr/sre 

# make buildkernel KERNCONF=GENERIC 

# make installkernel KERNCONF=GENERIC 
# reboot 


Take note that the FreeBSD source tree should be available for you 
to be able to build your customized kernel. The entire operation 
time depends on your hardware, just be patient and wait. 

Next, we have to create our /etc/pf.conf or the so called 
firewall rules to enable traffic from the entire network accessing 
the web to go the proxy server first for filtering. Your minimal 
pf.conf may look like this see Listing 1. 

The above configuration file allows the clients to access the web, 
fto sites, and https sites. Take note that only access to the web goes 
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to the proxy server first. Httos should not be 
redirected. The following entries should also 
be appended to your /etc/re. conf 


gateway enable="YES” 

pi snable=" ithe" 

pf rules="/etc/pf.conf" 
pilog enable="YES” 


Make sure to restart PF every after 
changing your /etc/pf.conf by 


# /etc/rce.d/pf restart 
or 
# pfctl -e -f /etc/pf.conf 


To learn more about PF visit http:// 
www.openbsda.org/fagq/pt/. 


Installing and configuring 
DNSMasq 
DNSMaszq is a lite name server. It has been 
said that it works on a thousand clients very 
well. DNSMasq will Serve as our resolver for 
name resolution and IP address lookups. 
To install it, navigate to the Ports 
Collection (You need root privileges) 


# cd /usr/ports/dns/dnsmasq 


# make install clean 


By default, it has a sample config file at 
/usr/local/etc/. Make a copy of it and 
name it dnsmasg.conf. You dont have to 
make changes to it unless it is necessary. 

To start DHCP server, you have to 
add dnsmasq enable="YES” tO your /etc/ 
rc.conf. and 


# /usr/local/etc/rce.d/dnsmasq start 


You may change start to stop or restart, 
depending on what operation you want. 


Installing and configuring ISC 
DHCP Server 

In your network, you want to have an 
automatic configuration of your clients’ 
networking device. This is the job of 
a DHCP server. We will be using ISC DHCP 
Server to set the ipv4 address, default 
gateway, DNS server, and netmask of the 
client inside the network. 


To install ISC DHCP Server, navigate 
to the Ports Collection (you need root 
privileges) 


# cd /usr/ports/net/isc-dhcp31-server 


# make install clean 


A sample configuration file is included in the 
installation and is located at /usr/local/ 
etc/ directory. You may want to copy it so that 
when you mess things up, you have a file to 
work with. The configuration file of the DHCP 
server is named dhcpd.conf and should be 
located at /usr/local/etc/dhcpd.conf. The 
entries there are straightforward, but for 
a simple setup, your file may look something 
like this see Listing 2. 

The domain-name_ specifies the 
domain name that will be given to the 
clients. The domain-name-servers may 
be one or more IP addresses, separated 
by a whitespace. In our case, we want our 
gateway to be also the DNS server used 
by the clients in the network. The lease- 
times are in seconds. Then we define the 
Subnet. With an entry of 192.168.0.10 to 
192.168.0.100, meaning only addresses in 
that range will be given to the clients. 

To start DHCP server, you have to add 
dhcpd_enable="YES” tO YOUr /etc/rc.conf. 
Then 


# /usr/local/etc/rce.d/dhcpd start 


You may change start to stop or restart, 

depending on what operation you want. 
To learn more about ISC-DHCP. visit 

htto://www.isc.org/software/dhcp. 


Installing and configuring Squid 
and SquidGuard 

In a typical network setting, a system 
administrator would setup a proxy server 
in which clients within the network will 
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use to access the web and its services. 
Squid is a caching proxy for the web. 
It is capable of optimising the clients’ 
connection to the web by caching and 
reusing frequently visited web pages. Not 
just that, it can also act as a transparent 
proxy, meaning you don't have to setup all 
your clients’ browser to enter details such 
as the IP Address or hostname and ports 
for a specific proxy server to use. 

With Squid, you will be able to do 
a transparent proxy that will eliminate your 
work on manually setting all the clients’ 
broswers to a specific proxy server. 

Another important thing about Squid 
is its site blocking/redirecting feature. 
Although you can setup Squid to block 
sites using its configuration file and a text 
file containing the desired sites to block, it 
is generally recommended to use another 
program for that purpose. Here comes 
SquidGuard. It will be the redirection 
program that will be used by squid. 

To install Squid and SquidGuard, 
navigate to the ports collection directory 
(you need to have root privileges) 


cd /usr/ports/www/squid31 
./configure --enable-pf-transparent 
make && make install 

cd /usr/ports/www/squidguard 
./configure 


make && make install 


The key configuration files used by Squid 
and SquidGuard are squid.conf and 
squidGuard.conf respectively and are 
located at /usr/local/etc/squid/ directory. 
There you will find a sample configuration file 
for each. You may want to make a copy of it 
first so that when you mess things up, you'll 
be having a default config file to work on. 

To configure Squid as a transparent 
proxy and use SquidGuard, you have to 








Network 
Switch 
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edit /usr/local/etc/squid/squid.conf. 
Use your favorite text editor for this. 

The sample configuration file supplied is 
straightforward. You just have to add and edit 
a few lines to make transparent proxy and 


Listing 1. Minimal pf.conf 
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Pass OU OM SExXt I1merk proto {rep, Udo! from Sext fo any pork: feo: ftp-proxy 
aes aaa ae a Make Udp Servilees Work ——— 

pass inet proto {tcp, udp} from Slan to Sow port Sudp services 
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#internal interface change the device to fit your setup 


#internal interface change the device to fit your setup 


blocking work. First you have to add your 
network in the acl list. Find the line # insert 
YOUR OWN RULE (S) 
FROM YOUR CLIENTS. Right after it insert your 
network using something like this, 


HERE TO ALLOW ACCESS 
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acl my network sre 192.168.0.0/24 


http access allow my network 


You have to change the network address 
to fit your needs. my network is the name 
given to your acl or the access control list. 

Next, you have to look for the line nttp_ 
port 3128. You have to change it to 


herp port 127.0.0.123128 transparent 


Port 3128 is the default port used by squid 
and the word transparent is needed to use 
Squid in transparent mode. 

You have to add other options to make 
things a little bit hidden. At the end of the 
configuration file, append the following lines: 


hOrwarded. Tor oft 
visible hostname localhost 
cache mgr administrator@your.domai 


n.com 


forwarded for Off makes your private IP 
address invisible to the outside world 
visible hostname Specifies your proxy 
servers hostname to the outside world 
cache mgr Specifies the email address 
of the administrator 
To make SquidGuard the program for 
redirection, append this line at the end. 


url rewrite program /usr/local/ 
bin/squidGuard -c/usr/local/etc/squid/ 


sgquidGuard.conf 


This specifies the path of squidGuard 
command and its configuration file. 

It is recommended to change 
the sample black list that came with 
SquidGuard. | recommend the black list 
from http://www.shallalist.de. To download 
it use the fetch command and extract it to 
/var/db/squidGuard 


# fetch http://www.shallalist.de/ 
Downloads/shallalist.tar.gz 

# gzip -d shallalist.tar.gz 

# tar -xvf shallalist.tar 


You will have a directory named BL after 
extracting the archive. You have to move all 
the contents of BL to /var/db/squidGuard 


# mv BL/* /var/db/squidGuard 


There are lots of categories/directories on 
your black list. You need to compile them in 
order for SquidGuard to use them. But it takes 
time, depending on your system. So, suppose 
we just want to block all that is in pom 
and adv, we have to compile it. But before 
compiling it, we have to edit the configuration 
file of SquidGuard which is /usr/local/etc/ 
squid/squidGuard.coné. Use your favorite text 
editor Your minimal configuration file should 
look like this see Listing 3. 

The dest block specifies the name 
of the category you want to block. The 
name should correspond to the directory 
inside /var/db/squidGuard. The acl block 
specifies which ones to pass and which 
ones to block, in our case the !porn and 
!adv means that all of the sites on the 
domainlist and urllist of dest porn and 
adv are blocked. The all keyword means 


Listing 2. Configuration file of the DHCP server 


OpELON domainname “My Network sintraner 


OpELOn domain—-neme-servers 192.163.0.1; 


default-lease-time 18000; 
max-lease-time 36000; 
authoritative; 
ddns-update-style none 
log-tracwianby local i; 


that everything else not included in porn 
and adv is allowed. The redirect line 
specifies the address where the client will 
be redirected when accessing the blocked 
sites. You may change it to any address 
you want. 

You have to compile the files inside the 
/var/db/squidGuard/porn and adv 


# squidGuard -C all 


After compiling you will see two new 
additional files namely uris.db and 
domains.db. Make sure they are executable 
and that it is owned by squid 


cd /var/db/squidGuard/porn 
chmod g+x *.db 

chown squid:squid *.db 

cd /var/db/squidGuard/adv 


subnet N92 16e 0.0 netmask 2557255. 255. 04 


bange 1922 bose. lO to7 soe.) 21005 
Ope Tonmroucerds 197 os .0rek: 


Listing 3. Minimum configuration file 


# SAMPLE CONFIG FILE FOR SQUIDGUARD 
dbhome /var/db/squidGuard 
llogdin)/ van log 
dest porn { 
domainlist porn/domains 
eS eemany wiaies 
} 
dest adv{ 
domainlist adv/domains 
We eS ie reve tees 
} 
evel | 
default { 


pass fporm Yadv alll 


redirect http://www.wheredoyouwant2meredirect.sample.com 
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# chmod g+x *.db 
# chown squid:squid *.db 


Here are the steps to test Squid and 
SquidGuard. 

Make sure that you have the squida_ 
enable="YES” IN yOUr /etc/rc.conf 

To launch Squid, you can change start 
with stop or restart. 


# /usr/local/etc/rce.d/squid start 
To check if Squid uses Squidguard, 

# ps ax | grep squid 
and you will see five (5) lines similar to this 


67913 2? § 0:04.99 (squidGuard) -c 


/usr/local/etc/squid/squidGuard. conf 


To check if the redirector is working try an 
entry from the domains in adv 


#echo "http://ads.inet.co.th / - - 
GET" | squidGuard -c /usr/local/etc/ 
squid/squidGuard.conf 

http: //www.wheredoyouwant2meredirect 


.Sample.com -/- - GET 


lf the redirector is working you will see 
the URL of the one you have specified 
in your squidGuard.conf. If you change 
http://ads.inet.co.th to let say _hitp:// 
www.google.com, then the output should 
be a blank line meaning that access 
www.google.com is allowed. 

You can learn more about Squid athttp:// 
www.squid-cache.org/ and Squidguard at 
http://www.squidguard.org/. 

Remember that every change in the 
squid.conf or the squidguard.conft needs 
the service squid to be restarted. You may 
do so by 


# squid -k reconfigure 
or 

# /usr/local/etc/rce.d/squid restart 
The former is recommended as it doesn't 
stop the service and applies the new 
changes on the fly. 


Your gateway is ready to go. 


31 


32 


‘@ how-to’s 


The Squid and 
the Blowfish 





Daniele Mazzocchio 


We have grown so much accustomed to Internet access on our work computers, that 
we can hardly imagine what people ever did all day long on their workplace before! 


y providing access to a virtually endless amount 
of information, the Internet has quickly turned into 
an essential working tool. So essential that most 
companies can't do without it anymore. But besides 
providing a huge amount of information, the Internet has also 
turned into the main virus vehicle (together with e-mail) and 
doesn't exclusively provide content in line with corporate policies. 
That's why a proxy server is often as necessary as the Internet 
connection itself. 
The main benefits of web proxying are: 


content filtering: the proxy can be configured to filter out virus 
files, ad banners and requests to unwanted websites; 
network bandwidth conservation: cached pages are served 
by the proxy itself, thus saving bandwidth and offering faster 
access times; 

authentication: Internet access can be authorized (and 
filtered) based on username/password, IP address, domain 
name and much more. 


The following is the list of the pieces of software we will use: 


OpenBSD _http://www.openbsd.org/ —- a robust, security- 
oriented operating system, with only two remote holes in the 
default install, in a heck of a long time! 

Squid http://www.squid-cache.org/ — a caching proxy for the 
Web supporting HTTP HTTPS, FIP and more; 

SquidGuard http://www.squidguard.org/ — a combined filter, 
redirector and access controller plugin for Squid; 

ClamAV hitp://www.clamav.net/lang/pl/ — a fast and easy-to- 
use Open-source virus scanner, 

SquidClamav _ http://www.darold.net/projects/squidclamav/ 
— an open source (GPL) anti-virus toolkit for UNIX; 


AdZapper hitp://adzappersourceforge.net/ — a redirector for 
squid that intercepts advertising (banners, popup windows, 
flash animations, etc), page counters and some web bugs 
(as found). 


The choice of using free software prevented me from using 
DansGuardian (htto://dansguardian.org/), an Open Source web 
content filter, running on many OSes and filtering the actual content 
of pages based on many methods including phrase matching, 
PICS filtering and URL filtering. Fine and dandy, but it is not free for 
commercial use (http://dansguardian.org/?page=copyright2). 

A good knowledge of OpenBSD is assumed, since we won't 
delve into system management topics such as OS installation 
and base configuration, packages/ports installation or PF 
syntax. 


Squid 

Squid is a a full-featured HITP/10 proxy and it offers a rich 
access control, authorization and logging environment to 
develop web proxy and content serving applications. 


Installation 

Let's start with the location of the cache server in the network: 
according to the documentation (htto://www.deckle.co.za/squid- 
users-guide/Squid_Configuration_Basics#DMZ), the most 
suitable place is in the DMZ; this should keep the cache server 
secure while still able to peer with other, outside, caches (such 
as the ISP’s). 

The documentation also recommends setting a DNS 
name for the cache server (Such dS cache.mydomain.tld OF 
proxy.mydomain.tld) aS soon as possible: a simple DNS entry 
can save many hours further down the line. Configuring client 
machines to access the cache server by IP address is asking 
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for a long, painful transition down the 
road. 

Squid installation is as simple as it 
can be; you only have to add the Squid 
package. Available flavors are idap 
(allowing for LDAP authentication) and 
snmp (including SNMP support) (see 
Listing 1). 


Listing 1. Installation 
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Base configuration 

Squid configuration relies on _ several 
dozens of parameters, and thus can 
quickly turn into a very tricky task. 
Therefore, the best approach is probably 
starting with a very basic configuration 
and then tweaking the options, one by 
One, to meet your specific needs, while 


# export PKG PATH=/path/to/your/favourite/OpenBSD/mirror 


# Pkg add squid—x.x.STABLExx=snmp.tgz 


squid-x.x.STABLExx-snmp: complete 


2o=  SQaid 3c, <5 AB ES ano 


NOTES TON Openbob POST INST ALA ION Or (CUlD s= 


The local (OpenBSD) differences are: 
configuration files are in 

sample configuration files are in 
error message files are in 

sample error message files are in 
icons are in 

sample icons are in 

the cache is in 

logs are stored in 


ENC Ue S Ci kee eas eS 


PIEASE reméemlosic TO iialicialive icae cacme 


(Eee EOe toute wo ChUikele iene eset chia eee 


/etc/squid 


/usr/local/share/examples/squid 


Just Local) share/squid/errors 
/usr/local/share/examples/squid/errors 
/usr/local/share/squid/icons 
/usr/local/share/examples/squid/icons 
/var/squid/cache 

/var/squid/logs 

Pequid: squid 


by running |squrd -——-z” berore 


You can also edit /etc/rc.local so that Squid is started automatically: 


i a /usn Moca sloumy, Soma. 


echo =n, > squid”; 


dat 


# 
Listing 2. Base Configuration 


# Define the access log format 
logroniet “squad 
# Log client request activities 
use) 


a@eece leg 


(‘sound * 


then 


jus) Moca, soim/ squacd 


SES. sUGLU SOLE 2a 4oS/ 703HS 6-Sk 2mm sou sum sony 3k omit 


is the name of the log format to 


/var/squid/logs/access.log squid 


# Log information about the cache’s behavior 


Gache og 


/vany squid, Logs/ cache. log 


# Log the activities of the storage manager 


Cache ys Lone slog 


/var/squid/logs/store.log 
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still making sure that everything keeps 
working as expected. 

Actually, only a few parameters need 
to be set to get Squid up and running 
(theoretically, you could even run Squid 
with an empty configuration file): for all the 
options you don't explicitly set, the default 
values are assumed. Anyway, at least one 
setting must certainly be changed: the 
default configuration file denies access 
to all browsers; and this may sound a bit 
OO Strict! 

Our first configuration will be very 
simple: we will place our proxy server in 
the DMZ (172.16.240.0/24, below is the 
network layout) and allow only requests 
from the LAN (172.16.0.0/24). No ISP’s 
parent proxy is taken into account (see 
Figure 1). 

The main Squid configuration file is 
/etc/squid/squid.conf. Lets have a look 
at it. 

The nttp port option sets the port(s) 
that Squid will listen on for incoming HTTP 
requests. There are three forms: port 
alone (eg. http port 3128), hostname 
with port (e.g. http port proxy.kernel- 
panic.it:3128), and IP address with port 
(e.g. http port 172.16.240.151:3128); you 
can specify multiple socket addresses, 
each on a separate line. If your Squid 
machine is multihomed and_ directly 
accessible from the internet, it is strongly 
recommended that you force Squid to 
bind the socket to the internal address. 
This way, Squid will only be visible from the 
internal network and won't proxy the whole 
world! Squid’s default HTTP port is 3128, 
but many administrators prefer using a 
port which is easier to remember, such 
as 8080. 
Hektp port S128 
The cache dir parameter allows you to 
specify the path, size and depth of the 
directories where the cache swap files 
will be stored. Squid allows you to have 
multiple cache dir tags in your config file. 
cache dir ufs /var/squid/cache 100 


16.256 


The above line sets the cache directory 


pathname to /var/squid/cache, with 
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a size of 100MB and _ 16 first-level 
subdirectories, each containing 256 
second-level subdirectories. The cache 
directory must exist and be writable by the 
Squid process and its size can’t exceed 
80% of the whole disk. For further details, 
please refer to the documentation (http: 
//www.deckle.co.za/squid-users-guide/ 
Squid_Configuration_Basics#Where_to_ 
Store_Cached_Data). 

The cache mgr parameter contains the 
e-mail address of the Squid administrator, 
which will appear at the end of the error 
pages; eé.g.: 


cache mgr webmaster@kernel-panic.it 


The and 
effective group options, allow you to 
set the UID and GID Squid will drop its 
privileges to once it has bound to the 
incoming network port. The package 
installation has already created the squid 
user and group. 


cache. Si Tective user eachs _ 


Cache Srreclive user _ squid 


cache effective group — squid 

The ftp user option sets the e-mail 
address that Squid will use as the 
password for anonymous FIP login. 
I's a good practice to use an existing 
address: 





] 









Figure 1. No ISP’s parent proxy is taken into account 
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ftp user webmaster@kernel-panic.it 
The following options set the paths to 
the log files; the format of the access log 
file, which logs every request received 
by the cache, can be specified by using 
GQ logformat directive (please refer to 
the documentation  (http://devel.squid- 
cache.org/customlog/logformat.htm!) 
for a detailed list of the available format 
codes): see Listing 2. 

And now we come to one of the most 
tricky parts of the configuration: Access 
Control! Lists. The simplest way to restrict 
access is to only accept requests from 
the internal network. Such a basic access 
control can be enough in small networks, 
especially if you don't wish to use features 
like username/password authentication or 
URL filtering. 

ACLs are usually split into two parts: 
acl lines, starting with the aci keyword 
and defining classes, and acl operators, 
allowing or denying requests based on 
classes. Acl-operators are checked from 
top to bottom and the first matching wins. 
Listing 3 is a very basic ruleset. 


Starting Squid 

Now our cache server is almost ready 
for a first run, just one last step to go. 
We first need to create the cache- 
swap directories where Squid will store 
cached pages. The squid -z command 
will create all the required directories, 
according to the cache dir parameter in 
squid.conf (see above), as the user and 
group specified by the cache effective _ 
user and 
parameters. 


cache effective group 


# /usr/local/sbin/squid -z 
2009/05/15 18:04:35| Creating Swap 
Directories 


it 


We are now ready to start Squid. Starting 
it in debug mode (-a 1 flag) and in 
foreground (-n flag) will make it easier 
to see if everything is working fine (see 
Listing 4). 

Once you get the Ready to serve 
requests message, you should be able to 
use the cache server. Once it is up and 
running, Squid reads the cache store: 


the first time you should see all zeros, 
as above, because the cache store is 
empty. 

Now, to make sure everything is 
working fine, we_ will configure our 
browser to use our fresh new proxy and 
we will try to access our favourite web 
site. In the /var/squid/logs/access.log 
file, you should see something like: see 
Listing 5. 

For a detailed description of each 
field in the access.log file, please 
refer to the documentation (http: 
//www.deckle.co.za/squid-users-guide/ 
Starting. Squid#Access.log_basics). 
Anyway, tcp miss means. that the 
requested page wasn't stored in the 
cache (either it was not present or it had 
expired); rcp uit, instead, means that the 
page was served from the cache. The 
second field is the time (in milliseconds) 
that Squid took to service the request: as 
you can see, it is much shorter when the 
page is cached. The page size is the fifth 
field: cached pages may be a little larger 
because of the extra headers added by 
Squid. 

If everything is working fine, we can 
stop Squid: 


# /usr/local/sbin/squid -k shutdown 


and configure the system to start it on 
boot. 


fete ro, local 

if [| -x /usr/local/sbin/squid ]; then 
echo -n ' sguid' 
/usr/local/sbin/squid 


fi 


You may also wish to start Squid through 
the Runcache script, which automatically 
restarts it on failure and logs both to the 
/var/squid/squid.out file and to syslog. 
Just remember to background it with an «, 
or it will hang the system at boot time. 


Further Squid configuration 

In many cases, the basic configuration 
we've seen in the previous chapter can 
be sufficient for accelerating web access 
and protecting the network, but Squid can 
do much more. Below are a just few of the 
many things Squid can do. 
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More on Access Control Lists 
Though most people implement only 
very basic access control, Squid’s 
access system is very powerful and 
flexible, allowing for in-depth filtering 
of access to cache resources. So far 
we have mainly dealt with ACLs that 
filter based on source IP address or 
destination port, but there are many 
other ACL types. In this paragraph, 
we will take a brief look at the main 
ones, just to get an idea of what Squid 
ACLs can do; for a more detailed and 
comprehensive description of Squid 
ACLs, please refer to the documentation 
(http://www.deckle.co.za/squid-users- 
guide/Access_Control_and_Access_ 
Control_ Operators). 

A Squid ACL is made up of at least 
four fields: the aci keyword, followed by 
a (possibly descriptive) unique name, 


the ACL type and one or more decision 
strings. Thus, the overall syntax of Squid 
ACLs looks like: 


acl name type (string|"filename") 


[string2] [string3] ["filename2"] 
An ACL containing multiple decision 
strings will return true if any of the decision 
strings matches (ie. decision strings are 
ORed together). To avoid cluttering the 
configuration file with hundreds of ACL 
lines, you can specify the full pathname 
of a file (in double quotes) containing the 
decision strings one per line. 

Listed below are the most commonly 
used ACL types: 


Source/Destination IP address - 
Filtering based on source IP address 
(src type) or destination IP address 





Listing 3. Base Configuration. Basic Ruleset 


? omassces 


htep aceess Valilow Sinanagen localhost 


Hite aeeegs deny, manager 


# Deny requests to unknown ports 


hikbpwaceees Vdeny Poe eC Omies 


# Deny CONNECT to other than SSL ports 


NEE aceess Sdeny CONNECT Ssh, pores 


NeEtpeaccess, Fdeny PO hocalinesic 


+ Allow access from the local network 


Hib aceess Py ailow= arm 


# Default deny 


HibEp aeeees  Fdeny, eal 
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eel pecc lal oie all 

acy Wecalhost Sie (2G OOO 78 
acl.» “Wan S106 NID SAG 20.0 / 24 
reside 

acl manager PErOuey sec ehevobjece 
cle ee lecalliios tema sie 127 0\.0:5 078 
acgiy Soh) pomes DOLE 443 

acl Plate woours Pore 80 21 443 

acl -CONNnEe a method CONNECT 


# Only allow cachemgr access from localhost 


# Prevent access to local web applications from remote users 


(this must be the last rule) 


# Any IP address 
7 ho@e bios t 


# LAN where autorized clients 


Cache object protocol 
Requests to localhost 
MEE DS. pom 

hee, 


tip, NELDS Ports 


Se OE HEHEHE 


SSL CONNECT method 
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Listing 4. Starting Squid 


# /usr/local/sbin/squid -d 1 =N 
201097 107 30 18:05:09 Starting Squid Cache version 2.71, STABLEG for 1336- 


UnknoOwn=openbsd4,6... || 2.2 | 


20097 V0 20 Nee OS S| Accepring HEP connections at 0.00.07 pore 31237 FD. 10: 


A0O97 VO 20 3: OS) 19) Aeccepring CP messages at 0.0.0.0, pore 32130, FD ii. 
2010 9/107 30 18:05:09 Accepting SNMP messages om por: 3401, FD IZ. 

20097 107 307 e205. 19)|" WECE Disabled, 

2009/10/30 18:05:19| Ready to serve requests. 

2009/10/30 18:05:22| Done scanning /var/squid/cache (0 entries) 

20097 10/7 30° 18305227 || Finished rebuilding storage from disi: 

20087 107 300 13205322 
20007 NOY 20) 605222) 
Z00G7 107307 rs 057 22) 
ZOO OC MOy ZO US 05322)| 
Z0087 107 30" Ss 20Se 22) 
20007 HOS 0S. Oso 2) 
A008) 07 3082 0a 22) 
20007 nOy SO he OSer2 21) 
ZA0007 hOy SOs 205322) 


Entries scanned 
Invalid entries. 

Wiltehe invalid tags. 
Objects loaded. 
Objects expired. 
Objects cancelled. 
Duplicate URLS purged. 


So: oO) oo) © eo) © 


Swapfile clashes avoided. 
hook GS.) seconds ( O20 object s/sec) : 
20097 20; 30513205222 Begqunming Validation rrocedure 

ANOS 7 O07 30) nS. 0522) 
ZAOOS7 LO/ S30 S O22 | 


20007 LOy S08 tS e0Se2 2) 


Completed Validation Procedure 
Validated 0 Entries 
SrOGemowaoms §Zes 0s 


2009/10/30 18:05:22| storeLateRelease: released 0 objects 





Listing 5. Starting Squid. Acces to Website 


/vau/squid/ logs/access lag 

1242419601.435 67 28) 172.6. 00 13 er MESs/200" Tle lO0 GET herpes] /www. kernel 
PanieG.it/ —| DIRECT /62.149. 140-23" vext/ hreml 12424193849 7536 Ay ey AG Ore 1 
TCP HIT/200 11820 GET http://www. kernel—panic.it/ =] NONE/— text/html 

easel 


Listing 6. Further Squid Configuration 


+ ,lraditional” notation 

acl somyNetils ysre, 19271680207 255-255-2255 -0 
# Address range with CIDR notation 

acl) myNetn sere j7 316 OC 0=1 72516 2 0y 24 


# Filtering on destination address 


sell, badNet edcr 0-020. 0704 


Listing 7. Further Squid Configuration 


# Match a specific site 
acl badDomain dstdomain forbidden.site 
# Match the IP address of ,forbidden.site” 


acl badDomainIP dst eS eae 
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(ast type). Both the traditional ”IP/ 
Netmask’” and CIDR ”IP/Bits” notations 
are allowed. E.g.: see Listing 6. 
Source/Destination Domain — Squid 
can allow/deny requests to or from 
specific domains (dstdomain and 
srcdomain types, respectively). If you 
want to deny access to a site, dont 
forget to also deny access to its IP 
address, or the rule will be easily 
bypassed. E.g.: see Listing 7 Regular 
expressions can also be used for 
checking the source domain (sxrcdom_ 
regex type) and destination domain 
(dstdom regex type) of a request. E.g.: 
see Listing 8. 

Words in the requested URL — Squid 
can use regular expressions to filter 
URLs matching specific patterns (ur1_ 
regex type); if you don’t care about the 
URL-type and the hostname, you can 
use the urlpath regex type instead 
(Listing 9). 

Current day/time — Squid can allow/ 
deny access to specific sites by time. 
The syntax iS: acl name time [day- 
Lae] [start hour:minute-end hour: 
minute] Where day-list iS a list of 
single characters representing the 
days that the acl applies to (Sunday, 
Monday, Tuesday, Wednesday, 
THhursday, Friday, SAturday). E.g.: 


acl workhours time MTWHF 08:00-18:00 
acl weekend time SA 


acl morning time 07:00-13:00 


Destination port — Squid can filter 
based on destination ports. E.g: 


acl SSl ports port 443 363 
acl Sate ports port 60. 21 443 563. 70 
ZO 280: 288 S91. 777 1024-65535 


Protocol (FTP HTTP SSL) — The proto 
acl type allows Squid to allow/deny 
access based on the request protocol. 
E.g.: 


acl www proto HTTP SSL 


acl tip prote FTP 


Method (HTTP GET, POST or 
CONNECT) —- The methoa ACL type 
allows you to restrict access based 


on the request HTTP method, i@. GET 
(used for downloading), eost (used for 
uploading) and connect (used for SSL 
data transfers). E.g.: 


# Deny CONNECT to other than SSL ports 
acl connect method CONNECT 


http access deny connect. ssh ports 


It is very important that you stop connect 
type requests to non-SSL ports. The 
connect method allows data _ transfer 
in any direction at any time, regardless 
of the transport protocol used. As a 
consequence, a malicious user could 
telnet (1) — (htto://wwwopenbsd.org/cgi- 
bin/man.cgi?query=telnet&sektion=1)t 
o a (very) badly configured proxy, enter 
something like: see Listing 10. 


Browser type — The browser acl 
type allows you to specify a regular 
expression that can be used to allow/ 
deny access based on the user-agent 
header. E.g.: 


# Deny access to MS Internet Explorer 
acl MSIE browser MSIE 


http access deny Msilk 


Username/Password pair - User 
authentication allows you to track 
Internet usage and collect per-user 
Statistics. The simplest authentication 
scheme is the basic scheme, with 
username/password pairs stored in a 
file. To create this file, you can use the 
htpasswd(1) (htto:/wwwopenbsd.org/ 
cgi-bin/man.cgi?query=htpasswd&sek 
tion=1)command: 


# /usr/bin/htpasswd -c /etc/squid/ 
squid.passwd danix 

New password: dAn1x 

Re-type new password: dAn1lx 
Adding password for user danix 


it 


Authentication parameters are set using 
the auth param tag; then, to actually 
activate authentication, you need to make 
use of ACLs based on login name in nttp_ 
access (proxy auth or proxy auth regex) 
Of external acl type With sLocrin used in 
the format tag. E.g.: see Listing 11. 
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Listing 8. Further Squid Configuration 


Ww 


# March Comains: Conkainang the word ,;sex and a 9,.com TLD = (rhe mateh as case 


# insensitive because of the ‘-i’ flag) 
acl badSites dstdom regex -i sex.*\.coms 


Listing 9. Further Squid Configuration 


+ Match the most common video files extensions 


acl Movies urlpath regex -1 \.avise \.mpoS \.mpegS \.wmv> \.asis \.movs 


# Match JPG images from URLS containing the word ,sex” 


acl sexImg url regex -i sex.*\.jpg$ 


Listing 10. Further Squid Configuration 


Steinert bad wproxy cid 376 
HUTS VANTNCe tlce ete crrene 

Conmected to badvproxy. Elid. 
Escape character is ‘*]’ 

CONNECT telnet.server.tld:23 HTTP/1.1 

and end up connected to the remote server, as if the connection was 


originated by the proxy. 
Listing 11. Further Squid Configuration 


# Configure traditional (basic) proxy authentication 


auth param basic program /usr/local/libexec/ncsa auth /etc/squid/squid.passwd 


# Number of authenticator processes to spawn 


ave Pare Ses le ehielcwen sy > 


# Realm to be reported to the client 


eueEM Dake Das ie) realm squlG, proxy caching wed server 


# Usernames are case insensitive 


due PakeliwOds Le sCaseseneiiive (Ort 


Ha (Ciceel=imedeuls tema) qe. ilalay= 


GUE Pare bas tere redenetalsrel i eure 


# Using REQUIRED will accept any valid username 
acl AUIH proxy auch REOULRED 


# Don’t require authentication to localhost 


NEtpraccess sallow Mocalnosit 


# Only allow authenticated requests coming from the LAN 


Hine aceess Valiliow saudi hl silat 


# Default deny 


Hip access edeomy ala: 
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Http-accelerator mode (reverse proxy) 
According to the documentation (http:// 
www.deckle.co.za/squid-users-guide/ 
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Accelerator_Mode#When_to_use_ 
Accelerator_Mode), enabling Squid’s 
Accelerator Mode can be useful only in 
qd limited set of circumstances: 


SNMP Community - Squid can 
restrict SNMP queries based on the 
requested SNMP community. E.g.: see 
Listing 12. 


accelerating a slow server; 
replacing a combination cache/web 
server with Squid; 


Listing 12. Further Squid Configuration 


# Address of the cache administrator 


acl snmpManager “sire. 172.716.090.100 
# Non-sensitive information 

acl SNMPPublie= "snmp comunity pubilire 

# Allow any request from the cache administrator 
snmp access —alilow) ~snumpManage i 

# Clients on the LAN can only query non-sensitive information 


Snip yaecess sallow: SoNME Public wen 
# Default deny 


SMM saceess Edemy. sali 


Listing 13. Http-accelerator mode (reverse proxy) 


/etc/squid/squid.conf 
# In accelerator mode, Squid usually listens on the standard www port 
NeEEp pomier 80 accel vhost 

# Do the SSL work at the accelerator level. To create the certificates, run: 
+ openssl req -x509 -newkey rsa:2048 -keyout squid.key -out squid.crt \ 

# -days 365 -nodes 

https port 443 cert=/etc/ssl/squid.crt key=/etc/ssl/private/squid.key 
# Accelerated server address and port 

Cache peer el) 72 6 bey) panene Ol) ae quein ya OLigiinseime « 
# Do not rewrite ‘Host:’ headers 

UL rewanee whose Meader Ont 

# Process multiple requests for the same URI as one request 
Eollapseds forwarding on 


# Allow requests when they are to the accelerated machine AND to the 


+ cig pore 


acl websry ase 2 sees 2 tel 
acl webPrt porte «co 

acl vali Sie, 020202070. 0.020 
itep access allow webSrv webPrt 
Hitep facecess allow all 

always direcr allow webory 
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transparent caching; 
protecting an insecure web server. 


Besides these cases, enabling the 
accelerator mode is strongly discouraged. 
The configuration is very simple; below is 
a sample configuration of a Squid server 
accelerating requests to a slow web 
server (see Listing 13). 


Transparent caching 

Transparent caching means having a 
filtering device, such as a router or a 
firewall, silently redirecting web traffic 
to the cache server Clients ignore the 
presence of the proxy between them and 
the web server and think they're talking 
directly to the server. 

AS a_ consequence, transparent 
caching doesn't require any 
configuration on the client side, thus 
making maintenance much easier and 
faster. On the other hand, however, a 
transparently intercepting proxy can’t use 
authentication or transparently proxy the 
HTTPS protocol. 

Before configuring Squid, we will 
need to enable web traffic redirection 
on our firewalls (the involved firewalls 
are those between the LAN, where 
clients reside, and the DMZ, where the 
cache server is placed). Below are 
some sample rules for the pt.conf (5) 
(http://www.openbsd.org/cgi-bin/man. 
cgi?query=pf.conf&sektion=5) file: see 
Listing 14. 

Squid configuration is quite simple: 


/etc/squid/squid.conf 
# Port on which connections are 
redirected 


http pore 3128 transparent 


SNMP 
SNMP is a set of protocols for network 
management and monitoring. If you 
installed the snmp flavor of the Squid 
package, the proxy will be able to serve 
statistics and _ status information via 
SNMP. 

SNMP configuration is rather simple: 
see Listing 15. 

You can test whether SNMP is working 
with the snmpwalk program (snmpwalk (http:// 
net-snmp.sourceforge.net/docs/man/ 


snmpwalk.html) is part of the wet-snmp 
http://net-snmp.sourceforge.net/ project). 
E.g.: see Listing 16. 

Please refer to the documentation 
(http://wiki.squid-cache.org/Features/ 
Snmp?action=show&redirect=SquidFa 
q/SquidSnmp#head-edb6affeb&aa43 
64a710048e20f0ce125e5b8244) for a 
detailed explanation of the output from the 
snmpwalk command. 


Content filtering 

with SquidGuard 

SquidGuard (http://www.squidguard.org/) 
is a combined filter, redirector and access 
controller plugin for Squid. We will use it 
to block access to specific categories of 
unwanted sites, based on IP addresses, 
URLs and regular expressions. SquidGuard 
comes with a very comprehensive list of 
commonly-banned web sites, divided into 
categories such as pom, drugs, ads and 
So on, making configuration rather simple 
and fast. 


Installation 

SquidGuard is available through 
OpenBSD’s packages and ports system 
(htto://www.openbsd.org/faq/faq 15.htm!) 
and requires the _ installation of the 
following packages: 


db=2.2.%.0q2 


squidGuard-x.x.x.tgz 


The installation places a copy of the 
blacklists tarball (blacklists.tar.gz) in 
/usr/local/share/examples/squidguard/ 
dest/. We will extract it into the /var/ 
squidguard/db directory: 


# cd /usr/local/share/examples/ 
squidguard/dest/ 

# mkdir -p /var/squidguard/db 

# tar -zxvC /var/squidguard/db -f 
blacklists. tar.gz 

‘ore | 


Configuration 

SquidGuard’s configuration file is /etc/ 
squidguard/squidguard.conf; It is logically 
divided into six sections (please refer to the 
documentation (htto://www.squidguard.org/ 
Doc/) for a more in-depth look at 
squidGuard’s configuration options): 
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Listing 14. Transparent Caching 


[Ete Oi eona 
ecan.l 

# LAN interface 
Tgetigy tag = rill 


# Cache server and port 
Celine Sew = is oy: Ieee echoes lac 


SricliS jose =" Size 


# Transparently redirect web traffic to the cache server 
BA On Manalne Provo CO. HEOMm  leny ii: Weuwon lc IFO Maly COE ww = \ 
pcache Sry POre SCachie Pore 


[i stiovass 


Listing 15. SNMP Configuration 


Peke/ squid/ squid. cont 

+ By detault, Squid Justens tor SNMP packets on port S401, to avoid 
(elo ghillseeakighe; 

# with any other SNMP agent listening on the standard port 161. 
SIMS port  —s40)1 

# Address to listen on (0.0.0.0 means all interfaces) 


Sump dimeonkninad paddress 0-0 0)70 


jp enUGLees VEO uEep iy Omi 255.255.255.255 Meals EMe sane ac Ship Incoming, 
address) 

# Only change this if you want to have SNMP replies sent using another 
address 

# than where Squid listens for SNMP queries. 

f SOmp Incoming eddress and simp ourgoimg vaeddress cam t have Ene same value 
# Since they both use port 3401. 

SMMp OUeGOiInGg addmess 2555259. 2552295 


# Configuring access control is strongly recommended since some SNMP 


+ IntOrmatiom is Cconidential 


acl) “all Sie C202 020-020-050 

acl lan Soc G2 e600 24 

acl snmpManager sre 2 Gr. 0 00 

acl Ypublicecmmunity “snmp community spubilic 

Sump access allow snmpManager 

SmmMp access allow Publ communities, lam 
Sump access deny all 


Listing 16. SNMP Configuration 


tf Sompwalik —oy pubite =y WI proxy ;ernel ponte, e340 a 6.4 24S ed 
DMT EHR: 8356 


SNMP yZ=SMissencerprises 3495.1. 1.0 
SNMPv2=SMiL::enterprises.3495.1.1.2.0 INTEGER: 744 


(S40 79D) 3002 or 





SNMP vV2=SMissenrerprises 3495 712i 220 MaimeEnoks : 


it 
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Path declarations — Specify the path 
to the logs and blacklists directories: 


logdir /var/squidguard/log 
dbhome /var/squidguard/db 

Time space declarations 
— SquidGuard allows you to have 
different access rules based on time 
and/or date. A short example will 


Listing 17. SquidGuard Configuration 


time workhours { 


weekly mtwhf 08:00-18:00 


time Night 4 
weekly * 18:00-24:00 


weekly * 00:00-08:00 


time holidays { 


date aU Ock # 
date 0S e0 # 
date Mpa lena 242 OO # 
date iba # 
date pea 26 # 
} 
Listing 18. SquidGuard Configuration 
Sre admin 4 
1 ie ces 0 ie 
domain lan.kernel-panic.it 
user OO eaciiinmulsiets ye Oe 


sre lane 4 
ae) (2216 OR 07 24 
domain lan.kernel-panic.it 


Listing 19. SquidGuard Configuration 


dest (porn | 
domainilist 


ei pcg pr ob 


probably best illustrate the flexibility of 
these rules (Listing 17). 

Source group declarations - 
SquidGuard allows you to filter based 
on source IP address, domain and 
user (users credentials are passed 
by Squid along with the URL); e.g.: see 
Listing 18. 

Destination group declarations — One 
of the main features of SquidGuard is 


New Year’s Day 


Labour 


Chistts temas tine 


Day 
(short day) 


Chirstmas Day 


Boxing 


+ oie 
oie 
Pua 


aS 
ew lbhitss 


blacklists/porn/domains 


blackiiasts/ torn, unis 


Day 


AdmMInL_Stracor Ss PC 
LAN domain 


administrator’ s login names 


iioneeueinel ll ineiewrouel< 


LAN domain 


expressionlist blacklists/porn/expressions 


# Logged info is anonymized to protect users’ 


log anonymous dest/porn.log 





pravacy 
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certainly its ability to filter based on 
destination address or domain. And 
this is where the pre-built databases 
we extracted before come in handy. 
The domainlist parameter specifies 
the path to a file containing a list of 
domain names (later on, we will see 
how to create the db files to speed 
up SquidGuard startup time): this 
must be a relative path rooted in 
the directory specified by the dbhome 
parameter. Similarly, the urilist and 
expressionlist parameters specify 
the (relative) path to files containing a 
list of URLs and regular expressions 
respectively. E.g.: see listing 19. 
Access control rule declarations 
— Finally, we can combine all the 
previous rules to build Access Control 
Lists: see Listing 20. 


The redirect rule declares the URL where 
to redirect users requesting blocked 
pages. SquidGuard can include some 
useful information in the URL by expanding 
the following macros: 


za: the IP address of the client. 

zn: the domain name of the client or 
unknown if not available. 

zi: the user ID or unknown if not 
available. 

zs: the matched source group or 
unknown if no groups were matched. 
st: the matched destination group or 
unknown if no groups were matched. 
su: the requested URL. 

zp: the path and the optional query 
string of %u but without the leading /. 
=3: 4 Single s. 


Now that squidGuard is configured, 
we can build the Berkeley DB files for 
domains, URLs and regular expressions 
with the command: 


# squidGuard -u -C all 


# chown -R squid /var/squidguard/ 


You can test that squidGuard configuration 
is working properly by simulating some 
Squid requests from the command line; 
squidGuard expects a single line on stdin 
with the following format (empty fields are 
replaced with -): 


URL client ip/fqdn user method urlgroup 


and returns the configured redirect URL (if 
the site is blocked) or an empty line; for 
example: see Listing 21. 

lf everything is working as expected, we 
can configure Squid to use squidGuard as 
the redirector, by editing a few parameters 
in the /etc/squid/squid.conf file see 
Listing 22. 


Virus scanning with 


SquidClamav 
SquidClamav (htto://www.darold.net/ 
projects/squidclamav/) is a ClamAV 


antivirus redirector for Squid. It will help 
us filter out malicious software from web 
traffic. 


Installation 
We already covered the _ installation 
procedure of the Clam AntiVirus (http: 
//wwwclamav.net) in a previous document 
(http://www.kernel-panic.it/openbsd/mail/ 
mail6.html#mail-6.2), so we won't dwell on 
this topic now and proceed directly to the 
installation of SquidClamav. We will assume 
that ClamAV resides on the same machine 
as Squid, though you may wish to create a 
separate antivirus server, possibly serving 
both the cache and the mail server. 
SquidClamav relies on the cURL (http:/ 
/curl.haxx.se/) library to download the files 
to scan, So we need to add the following 
packages first: 


ILDLCOnV—-x. ss tgz 
GeLCGXL—-2.xX. ks. lGzZ 
LIT DLOnHk .2.cgz 


Curl-=.2k.x20gz 


Then we can download _ (http:// 
www.darold.net/projects/squidclamav/), 
extract and compile the SquidClamav 
tarball: see Listing 23. 


Configuration 

The configuration file iS = /etc/ 
squidclamav.conf. SquidClamav can be 
configured to scan or ignore requests 
based on regular expressions. The regex 
and regexi keywords allow you to specify 
the files you want to scan (the former is 
case-sensitive while the latter is not). Eg: 
see Listing 24. 
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Listing 20. SquidGuard Configuration 


alellaa 
admit wlEhim workhours  { 


# The following rule allows everything except porn, drugs and 


t Gambling Sites during work hours. “!7 as the NOT operator. 
bass porns drugs, “Gambling alll 
} else { 


# Outside of work hours drugs and gambling sites are still blocked. 


bass drugs {oamblung ail 
} 
ern 

t Ihe built-in “in=addrn’ destination group matches any 1P address. 


bacco Jin-eddn porn ldrugs 1 oambihing aa: 
} 
default { 
# Default deny to reject unknown clients 
pass none 


redirect http://www.kernel-panic.it/error.htmléip=%taéurl=su 


Listing 21. SquidGuard Configuration 
# echo ,http://www.blocked.site 1.2.3.4/- user GET -” | squidGuard \ 
> -c /etc/squidguard/squidguard.conf -d 

[Pears eal 

Z008—12-=14 09:57:04 [27349] squidGuard ready for requests (1197622624 065) 
http://www.kernel-panic.it/error.htmléip=1.2.3.4é&url=http://www.blocked.site 
2S = sem ICHMT 
2008=1 2-14.09 ° 57204 9(27349) 


# echo ,http://www.good.site 1.2.3.4/- user GET -” | 


squidGuard stopped (1197622624.067) 
squidGuard \ 
> -c /etc/squidguard/squidguard.conf -d 

aera a 

Z008—12=14 10730224 [12046] 


squidGuard ready for requests (1197624624.421) 


2008-12-14 10:30:24 [12046] squidGuard stopped (1197624624. 423) 


Listing 22. SquidGuard Configuration 


j/etc/squid/ squid cont 

# Path to the redirector program 
url rewrite program /usr/ local /biny squidguard 
# Number of redirector processes to spawn 


Ui eeiienine Tea inelnmaeta iS 


# To prevent loops, don't send requests from localhost to the redirector 
Ubi Eewrinee access deny localhost 
and reload Squid configuration 


# squid -k reconfigure 
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The and keywords, 
instead, tell SquidClamav to skip checking 
files matching specific paterns. You may 
also use the whitelist keyword to ignore 
a given URL or domain.E.g.: see Listing 
20. 

The content keyword allows virus 
scanning based on the request content 


type. E.g.: 


abort aberti 


# Scan all files with a media type of 
"application" 


Content “.*application\/.*5s 

Listing 26 is a sample configuration file. 
Listing 23. Virus Scanning with SquidClamav 

$ tar -zxvf squidclamav-x.x.tar.gz 


- 4] 


ed ci mdce Pama =x 


<Upr ODF a 


[eee 

S make 

[ee 

S1sul 

Password: 

S$ make install 


De Boker d Jl 


# touch /var/log/squidclamav.log 


Listing 24. Virus Scanning with SquidClamav 


# extension .exe, .com or .zip 


regexi “,*\.exesS 
regexi 2 coms 
regexi eee \eaZaliOs 


Listing 25. Virus Scanning with SquidClamav 


7 DOM ce Virus “Sean gad 
abort ernie 
aborti eo aIeINGS 
aborted CS \eapgs 
abort ee ve emilee 
abort mens: 


# Don't virus scan trusted web sites 


whitelist www.kernel-panic.it 





envy LDPLAGS=—l/ usr/ local/ lab/ CEPPLAGS=—-1/usr/ locall/include/ 


? chown (squid /ver/ log/squidclamay. log 


As you can see, the squidguard 
parameter allows you~ to- chain 
SquidClamav with another redirector, 
typically the chained 
program is called before the antivirus 
scanner. 

Now we only have to modify the value 
of the url rewrite program parameter in 
Squid’s configuration file: 


squidGuard, 


/etc/squid/squid. conf 


url rewrite program /usr/local/bin/ 


squidclamav 


and reload Squid. 


./configure 


# cp squidclamav.conf.dist /etc/squidclamav.conf 


# Check against the ClamAV antivirus all files with case insensitive 


-png and .jpg images and .html and .htm documents 


# squid -k reconfigure 


Note: to scan a file, SquidClamav needs 
to download it first; so make sure your 
Squid ACLs allow localhost to access 
the web: 


/etc/squid/squid.conf 


http access allow localhost 


You can check that everything is working 
fine by trying to download the Eicar (http:// 
eicarorg/anti_virus_test_file.htm) anti-virus 
test file. In the log file, you should get 
something like: see Listing 27 
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Ad Zapping with AdZapper 
AdZapper _ (http://adzappersourceforge. 
net/)) is a_ redirector for squid that 
intercepts advertising (banners, popup 
windows, flash animations, etc), page 
counters and some web bugs (as 
found). It will help users to get rid of 
those annoying popup windows, flash 
animations and malicious cookies and 
will help you save bandwidth and cache 
resources. 
We will make use of three scripts: 


squid redirect, which performs the 
actual ad zapping; 

zapchain, Which chains multiple 
redirectors together (this is necessary 
because Squid accepts only one 
redirector program); 

wrapzap which is a_ very simple 
wrapper script that sets environment 
variables useful to the redirector and 
then runs it. 


Installation 
The installation procedure is 
very simple. Download (http:// 


adzapper.sourceforge.net/#download) 
and extract the tarball, then copy the 
squid redirect, wrapzap and zapchain 


scripts tO /usr/local/bin, Of wherever 
you prefer. 


# tar -Zxkvi adzap-xxXxxxXEKXX . tar.gz 
Lows] 

# Cd adzap-xxxxxxxx/scripts 

# Cp Squid redirect wrapzap zapchain 


/asxr/local/bin/ 


The zaps directory contains the images 
that will replace the zapped ads: copy 
them to where the web server can find 
them. They're not really works of art, so 
feel free to customize them. 

# scp -r ../zaps root@www.kernel- 


panic.it:/var/www/icons/ 


Configuration 
AdZapper configuration takes place in 
the wrapzap script below is a sample 
configuration script: see Listing 28. 

Now we only have to update the ur1_ 
rewrite program in Squid’s configuration 
file: 
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Listing 26. Virus Scanning with SquidClamav 


/etc/squidclamav.conf 

# IP address and port of the Squid proxy 
2 One tt 

3128 


Sve bialioh lye) 
Sq Woon 


# Path to the log file 
logfile /var/log/squidclamav.log 

# URL where to redirect a request when a virus is found. SquidClamav will 
# append the original URL and the virus name to this URL. 

redirect http://www. kernel-panic.it/viruswarn.php 

# Disable virus scanning if the requested file hits squid cache 


Etat sie eae tic il 


# Timeout when downloading files 


timeout 60 


# Set this to ‘1’ for more verbose logging 


debug 0 


7 Set Ehas to “I” to force virus scan of URES whose Content-type Can’ t be 
# determined by libcurl 


force iL 


# Set this to “1’ to Show time ctetistics of URL processing 


stat 0 


# Don’t follow more than 10 redirects 

maxredir iO) 

# Uncomment to make cURL pretend to be Internet Explorer 
#useragent Mozailiay4-0 (compatible; MSIF. 6.0; Windows NI 5. il; (sv1) 
# IP address and port of the clamd daemon 

APA Oe Olea 


S210 


cillamd) ip 

clama pore 
# Uncomment if you’re using the unix socket to communicate with clamd 
#clamd local 7 temo C Lema 


+ Check mules 


aborti oN Goiebam V/s 7S 
aborti oe Gis 

alo Origa Ve ines 

abOrrl Cy esse 

alo@ieal oe Ve ls 

abOrECOMECKET “| application \/ json. > 
regexi os Ve exe 

regexi ok Ne za 

ee cal eG 

content app liGak Lom 7. 7s 
whitelist www.kernel-panic.it 


# Call another redirector (usually squidGuard) before the antivirus scanner 


squidguard /usr/local/bin/squidGuard 
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Listing 27. Virus Scanning with SquidClamav 


/var/log/squidclamav.log 

hse acecal 

Fri May 15 19:26:49 2009 [29028] DEBUG received from Clamd: stream: Eicar-Test-Signature FOUND 

Fri May 15 19:26:49 2009 [29028] LOG Redirecting URL to: http://www. kernel-panic.it/viruswarn.php?url=http: // 
www.eicar.org/download/eicar.com.txt&source=192.168.1.14/-&user=-évirus=stream:+Eicar-Test-Signature+FOUND 
PrieMay Te olo: 26729" 2005 (29076 | DEBUG Ends reading sland scam mesullt.. 

Pid Man 157 19:26:49 2009 (29025) DEBUG Virus found send redirection Eo Squid. 


Listing 28a. Ad Zapping wit AdZapper. Configuration 


/usr/local/bin/wrapzap 
#!/bin/sh 


squidclamav=/usr/local/bin/squidclamav 


zapper=/usr/local/bin/squid redirect 


i eee neg Zhe MOE se Ciba @ Wii calse. Ene i Zepper tO tse tbaispareni: pimages, 
# thus completely hiding ads. This may, however, hide useful markup. 


ZAP MODE= 


# Base URL of the directory containing the replacement images 


ZAP BASE=http://www.kernel-panic.it/icons/zaps 





ZAP BASE SSL=https://www.kernel-panic.it/icons/zaps 


# The following variables contain the path to extra pattern files. 
i Zo? SPREMAICE Ppakverme are consulted betore tne Main pareerny List) Use 1b to 
# prevent overzapping by some erroneous patterns in the main pattern file. 


ZAP PREMATCH= 


(2h POs tMATCH  Satremis abe Onell bed arian Ene Main gparberny List Use abo 
# add extra patterns 
Ae BOS ME r= 


(7 Zoe MATCH pabeerms are onsuLred  ingtead Gr he mau paerorn let Vso at ro 
# fully customize AdZapper 
LAE MA Ten 


# Should you use Apache2 instead of Squid, set this to ,NULL” 
ZAP _NO_CHANGE= 


# Placeholder images names. ,Clear” versions have ,-clear” appended to the root 
# portion of the file name; e.g. ,ad.gif” becomes ,ad-clear.gif”. 

STUBURL AD=$ZAP BASE/ad.gif 

STUBURL ADSSL=$ZAP BASE SSL/ad.gif 

STUBURL ADBG=$ZAP BASE/adbg.gif 

STUBURL ADJS=SZAP BASE/no-op.js 

SIUEBURI ADS thcT— 

STUBURL ADHTML=$ZAP BASE/no-op.html 

SIUBURI ADE MiTE x T= 

STUBURL ADMP3=$ZAP BASE/ad.mp3 








STUBURL ADPOPUP=SZAP BASE/closepopup.html 
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Listing 28b. Ad Zapping wit AdZapper. Configuration 


STUBURL ADSWF=SZAP_ BASE/ad.swf 
STUBURL_COUNTER=$ZAP BASE/counter.gif 

STUBURL COUNTERJS=SZAP BASE/no-op-counter.js 
STUBURL COUNTERHTML=SZAP BASE/no-op-counter.html 
STUBURL WEBBUG=$ZAP BASE/webbug.gif 
STUBURL_WEBBUGJS=$ZAP BASE/webbug.js 








STUBURL_ WEBBUGHTML=$ZAP_ BASE/webbug. html 


# Set this to ,1” to use the rewrite facility to get the printer-friendly 
# version of some pages 


SIUBURIS PRIN T= 


export ZAP MODE ZAP BASE ZAP BASE SSL ZAP PREMATCH ZAP POSTMATCH ZAP MATCH ZAP NO CHANGE 
export STUBURL_AD STUBURL_ADSSL STUBURL_ADJS STUBURL_ADHTML STUBURL_ADMP3 \ 
STUBURL ADPOPUP STUBURL_ADSWF STUBURL_ COUNTER STUBURL COUNTERJS \ 
STUBURL_COUNTERHTML STUBURL WEBBUG STUBURL_WEBBUGJS STUBURL_WEBBUGHTML \ 
STUBURL_ PRINT STUBURL ADHTMLTEXT STUBURL_ADJSTEXT 


# Exec the real zapper (chained with SquidClamav) 


exec /usr/local/bin/zapchain ,Szapper” ,Ssquidclamav” 


Listing 29. Appendix. Server-side Configuration 


HOMOGE? PRG add Seunne l=x. <<. eZ 
= 
remote# openssl reg -x509 -newkey rsa:2048 -keyout /etc/ssl/private/stunnel.key \ 
> -out /etc/ssl/stunnel.crt -days 365 -nodes 
= 
remote# chmod 600 /etc/ssl/private/stunnel.key 


Listing 30. Appendix. Server-side Configuration 
/etc/stunnel/stunnel.conf 


Gene =)7 eee, scolly stunnel crt 


key = /etc/ssl/private/stunnel.key 


Ghroot = /var/stunnel 
SSC Uelele mee Se biine il 
Ske cepel = 9 srewuqune: Tl, 


pid = /var/runy stunnel- pid 


socket = i CP NODEMAY =I 
socket =r. ICP NODEMAY=1 


[https] 
accept = 443 
connect = 22 


TIMEOUTclose = 0 
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/etc/squid/squid.conf 
redirect program /usr/local/bin/ 


wrapzap 
and reload Squid. 
# squid -k reconfigure 


Now ads should magically disappear 
from web sites! 


Appendix 


Tunneling through Squid 

So you have finally configured your proxy 
server, allowing only requests to a few 
standard ports, blocking blacklisted sites, 
ads and viruses. The HITP connect method 
is restricted to the standard HTTPS port. Your 


LAN firewalls rules are very strict and block 
everything but requests to port 3128 of the 
proxy. Therefore, you feel pretty confident that 
users wont be able to do anything on the 
Intemet you didn't explicitly allow. 

But Squid is an ugly beast, and if 
you don't pay very close attention to its 
configuration (and log files), your users 
could end up getting around most of 
your blocking rules. Lets have a look at a 
practical example. 

Stunnel  (http://www.stunnel.org/) _ is 
a program that allows you to encrypt 
arbitrary TCP connections inside SSL. It 
is mainly used to secure non-SSL aware 
daemons and protocols (like POP IMAP 
LDAP. etc) by having Stunnel provide the 
encryption, requiring no changes to the 
daemon’s code. 





Listing 31. Appendix. Client-side Configuration 


locals thar =zxvi Stunnel—4.05 tar.gz 


lOCals Parcech —~p0 = Connect —prexy-mwald 


locals cd stunnel—4-05 


locals ./contigure 


locals 


lecals make 


locals su 

Password 

local# make install 
local 


Listing 32. Appendix. Client-side Configuration 


ete, Seunne |! / Ss eunne | scome 


chroot = /var/stunnel 
setuid, so eunme ! 

Sern or umme | 

pid = /var/run/stunnel.pid 


client = yes 
REEDS 
accept = 1443 
connect = web-proxy:3128 

MEEDSPEOxy dest — Srummel server: 443 


HEEpSproxy auUEh — Wsername: passwore 





In -s /usr/sbin/openssl /usr/bin/openssl 


space 
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Basically, Stunnel establishes an 
encrypted and persistent connection 
between two separate machines. One 
machine acts as the server and forwards 
any connection Stunnel receives to 
a user-defined port. The other machine 
acts as the client, binding to an arbitrary 
port and forwarding any connection 
it receives on that port to the server 
machine. 

We will use Stunnel and Squid to 
bypass firewall rules and ssni1) to 
a remote server (e.g. your home computer) 
from a local computer in the corporate 
LAN. The OpenBSD ports and packages 
archives include a few similar tools for 
tunneling network traffic through proxy 
servers, such as: 


Corkscrew  (http://www.agroman.net/ 
corkscrew/), a tool for tunneling 
ssh (1) through HTTP proxies; 

gotthard (htto://www.nazgul.ch/ 
dev.html), a daemon which tunnels 
ssh(1)  (http://www.openbsd.org/cgi- 
bin/man.cgi?query=ftp&sektion=1)ses 
sions through an HTTPS proxy; 
httotunnel (htto://www.nocrew.org/ 
software/httptunnel/), which creates a 
bidirectional virtual data connection 
tunnelled in HTTP requests. 


However, Stunnel is probably the most 
versatile and comprehensive tunneling 
solution, since it can forward any type 
of network traffic (not only ssn(1)_ http: 
//www.openbsd.org/cgi-bin/man.cgi?q 
uery=ftp&sektion=1) and provides an 
additional SSL cryptography layer, thus 
protecting clear text protocols such as 
telnet (1) — (htto:/Awwwopenbsd.org/cgi- 
bin/man.cgi?query=telnet&sektion=1) — or 
ftp(1) — http://www.openbsd.org/cgi-bin/ 
man.cgi?query=ftp&sektion=1. 


Server-side configuration 
The remote computer will necessarily have 
to act as the server. Install stunnel (http:// 
www.stunnel.org/) from the packages and 
create the SSL certificate: see Listing 29. 
Then configure Stunnel to bind 
to port 443 (HTTPS) and forward 
incoming connections to port 22 (ssh). 
The configuration file is /etc/stunnel/ 
stunnel.conf: see Listing 30. 


Now we can start it and go to work to 
have some fun with our tunnel: 


remote# /usr/local/sbin/stunnel 


So now we come to the local computer, 
which will act as the client. The SSL tunnel 
needs to go through Squid to get around 
the firewall rules but, by default, Stunnel 
doesn’t support web proxies. Fortunately, 
a few patches are available that add 
SSL-proxy support to Stunnel. The most 
recent available (htto://wwwsstunnel.org/ 
patches/desc/connect-proxy.mwald.html) 
applies to Stunnel version 4.05, so 
| suggest that you download (http:// 
ftp.bit.nl/mirror/stunnel/obsolete/4.x/)) and 
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install this version on the client machine 
see Listing 31. The patch introduces two 
additional configuration parameters: 
httpsproxy dest (name or address of 
the Stunnel server) and nttpsproxy auth 
(proxy authentication credentials). We will 
configure the client to accept connections 
on an arbitrary port (eg. 1443) and 
forward them to port 443 of the remote 
Stunnel server (which, in turn, will forward 
them to port 22). In other words, when 
you will connect to port 1443 on the local 
computer, you will actually get connected 
to port 22 on the remote computer. 

The client configuration file looks like: 
see Listing 32. 

Ok, everything is ready, lets give it a 
try: 
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local# /usr/local/sbin/stunnel 
local# ssh localhost -p 1443 
root@localhost's password: 


remote# 


As you can see, despite firewall rules 
and Squid ACLs, we have successfully 
connected to the remote computer. Once 
the tunnel is up, you could even do the 
Opposite and connect from the remote 
server to the local client by simply opening 
a reverse ssh from the local client: 


local# ssh -NR 2443:localhost:22 -p 
1443 


This way, every connection received by 
the remote server on port 2443 will be 
forwarded to port 22 of the local client 


remote# ssh localhost -p 2443 
root@localhost's password: 


Local? 


You could even allow X11 forwarding on 
the remote server and have your whole 
remote graphical environment available 
on the local machine (for instance to surf 
the web with no proxy filters). 

Anyway, this paragraph only meant 
to point out how much careful Squid 
configuration must be. Usually, however, 
the stricter your corporate policy, the more 
determined your users will be to evade it. 

By the way, using whitelists is probably 
the best solution to prevent tunneling, but, 
if they are too restrictive, get ready to get 
your car keyed by a crowd of angry users! 
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Hosting Environment 





Network and Firewall 


Redundancy with the BSDs 





Chris Buechler 


With many large websites and hosting providers relying on BSD operating systems 
to power their businesses, it only makes sense that many smaller providers take the 


same path. 


n these smaller environments, BSD systems are also 

frequently relied upon to perform all of the routing, 

firewalling and load balancing for the environment. This 

article covers the network and firewall redundancy and 
load balancing options available with the BSDs, from the 
authors experience implementing such solutions in numerous 
environments around the world ranging from a partial rack to 
a few dozen rack cabinets. 


Overview 

As a summary of the type of environment being discussed here, 
this is generally where you are renting a small portion of a large 
colocation facility, and building a hosting environment. This can 
be to offer hosting services to customers, or for your company’s 
own web sites, email and other services. The colocation provider 
brings a network drop or two into your cabinet, and the remaining 
infrastructure is up to you to design and implement. This article 
is about the process of designing that infrastructure and where 
various capabilities of the BSD operating systems can be 
employed to create a highly available network while minimizing 
cost. 

For public IP assignments from the provider, unless you are 
working with a very small environment, you will usually get two IP 
blocks. One /29 or /30 block for the WAN side of your firewall(s), 
and a larger block that gets routed to an IP in your WAN block 
for use inside the firewall. This will be covered further in the next 
section. 

Various levels of redundancy in each portion of the network 
will be discussed. The level of which to use in your environment 
will depend on your availability requirements, and budget. 
Some of the practices to enhance redundancy require doubling 
of equipment such as firewalls and switches, and while this 
is typically a small portion of the overall budget to build and 


maintain such an environment, budgetary constraints may 
guide your design decisions and lead to sacrifices in certain 
areas. 

Also note that being the co-founder of the pfSense project and 
it being the primary firewall | help deploy, | have a considerable 
bias on the firewall side towards PF, CARP and pfsync. Depending 
on your BSD of choice, there are other alternatives, though PF 
and friends will be the focus of this article on the firewall side. 


Network Perimeter 

The edge of your network in these environments will usually be 
your firewall, or in my preferred deployment, a pair of redundant 
firewalls running PF, CARP and pfsync. Two network drops from 
the provider, one into each firewalls WAN port, protects you 
from switch port failure or cabling issues on the providers side 
of the network. In the case of redundant firewalls, a /29 subnet 
from the provider is most commonly used on the WAN side, with 
one IP for each firewall’s WAN interface, one for the provider's 
router on that segment, and three remaining to be assigned as 
shared CARP IPs. The CARP IPs are shared between the two 
firewalls, with only the firewall having master status answering 
on those IPs. The CARP IPs can be used in combination with 
NAT with systems behind the firewall. In environments large 
enough to justify more IP space, a second public IP subnet is 
usually assigned. The second subnet, typically a /28 or larger, is 
routed by the provider to one of your CARP IPs so it will always 
go to the firewall currently holding master status. This second 
public IP subnet is usable in a number of ways. Some people 
prefer to assign public IPs directly to systems, and configure an 
internal firewall interface with the second public IP subnet. If you 
prefer using strictly NAT, you can use that subnet with NAT on 
the firewall as well. In some environments you use a mix of both, 
with the public IP subnet configured on an internal interface, but 
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some of the IPs in that subnet used by the all VLANs. The blue and orange lines on separate VLANs, which is functionally 
firewall for NAT rather than being directly connecting the two servers shown are equivalent to having them plugged into 


assigned. 

In addition to the connection to 
the provider network, and one or more 
connections to the internal network, the 
firewalls have a connection between them 
for pfsync traffic. pfsync synchronizes the 
state table between the firewalls, allowing 
for failover while retaining all active 
connections. The pfsync traffic does not 
require a dedicated interface, however 
it is recommended for security and 
performance reasons. 

The following diagram illustrates the 
basic layout of the firewall setup described 
Figure 1. 


With the network perimeter defined, 
this section covers the network devices 
connected inside the _ firewalls. For 
switch redundancy, usually a minimum 
of two internal switches are used, with 
one firewall plugged into each switch. 
Port bonding, as discussed later in this 
article, can be used as well to connect 
both firewalls to both internal switches for 
additional redundancy. However, because 
the number of interfaces on the firewalls 
may be limited because of the hardware 
platform in use or the expense of multi- 
port NICs, and the fact that you already 
have switch redundancy by being able 
to fail over to the secondary firewall, 
frequently port bonding is not configured 
on the firewalls. 

A VLAN trunk is used in most 
environments as the internal network 
interface of the firewalls. In combination 
with 802.10 VLAN capable switches, this 
allows the firewall to carry numerous 
internal networks over one_ physical 
NIC. The switch ports are configured 
as members of the appropriate VLAN 
for the attached device, with the ports 
to the firewalls and those connecting 
a switch to another switch configured 
with tagged VLANs. VLAN interfaces are 
then configured on the firewalls, which are 
functionally equivalent to adding another 
physical interface. 

The following diagram _ illustrates 
a typical VLAN deployment. The green 
lines indicate tagged VLAN trunks carrying 
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PF — http:/www.openbsd.org/faq/pt/ 


The following books on PF are available from Amazon and many other booksellers. 
The Book of PF: A No-Nonsense Guide to the OpenBSD Firewall 

The OpenBSD PF Packet Filter Book 

Building Firewalls with OpenBSD and PF 


Home — http:/www.pfsense.org 

Documentation — http://doc.pfsense.org 

Forum — hittp://forum.pfsense.org 

Book — pfSense: The Definitive Guide — http://ofsense.org/book 


FreeBSD lagg(4) — http:/www.freebsd.org/cgi/man.cgi?query=lagg&apropos=O0&sektion 
=0&manpath=FreeBSD+8.0-RELEASE&format=html 
http://www.freebsd.org/doc/handbook/network-aggregation.html 

NetBSD agr(4) — http://netbsd.gw.com/cgi-bin/man-cgi?agr 

OpenBSD trunk(4) — http:/Avwww.openbsd.org/cgi-bin/man.cgi?query=trunk&sektion=4 
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Internal network 


The illustration the basic layout of the firewall setup 
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two different switches. All communication usually by the firewall in networks such as_ Server Network Connectivity 






between the VLANs must be routed, this (Figure 2). Redundancy 
Now with the perimeter and routing 
@ redundancy handled, the servers can also 
References be accommodated. The usual one NIC 
per server leaves the servers susceptible 
Load Balancing to NIC, switch or switch port failures. Each 


of the three most widespread BSDs offers 
a solution here, with port bonding — lagg(4) 
on FreeBSD, agr(4) on NetBSD, and 
trunk(4) on OpenBSD. Sorry DragonFly 
BSD fans —- while ng_one2many(4) 
provides somewhat similar functionality, 
its not truly comparable to lagg/agr/trunk 
and DragonFly lacks anything equivalent 
to those three. 

Port bonding enables you to combine 
multiple physical NICs into a single logical 
NIC. Depending on the configuration 
tyoe chosen, this may provide only 
redundancy in case of NIC or switch 
failure, or increased bandwidth as well as 
redundancy. The failover mode of lagg and 
trunk allow for sending traffic only over 
the primary NIC, and failing over to the 
secondary NIC if the first loses its Ethernet 
link. The loadbalance and_ roundrobin 
modes balance outgoing traffic across alll 
active interfaces, and disable interfaces 
if they lose link. With all of these modes, 
if the NIC has a link light, the interface is 
considered up. That may not always be 
the case, so these methods are more 
limited in their ability to detect failures. 

The 802.3ad Link Aggregation Control 
Protocol (LACP) standard provides a way 
for the servers and switches to detect each 
other and bond the ports appropriately. 
This has the advantage of being able to 
detect failures that the other modes will 


The built in server load balancer in pfSense is covered in pfSense: The Definitive Guide. 
http://pfsense.org/book 


Provider switch 


Firewall 1 Firqwall 2 


Swith 1 Swith 2 not, since LACP requires the connected 
device to communicate successfully 
VLAN 10 VLAN 20 with the switch, while the others simply 


check the NIC’s link state. The downside 
to LACP is it generally is not supported 
across switches on low end to mid range 
equipment, so it usually leaves you stuck 
using a single switch. 
While named differently, the 
3 implementations in FreeBSD and 
L OpenBSD are essentially the same as 
lagg(4) in FreeBSD is a port of trunk(4) in 


° 
° 





server 1 server 2 OpenBSD. NetBSD’s agr(4) is more limited 
than lagg and trunk, as it only supports the 
Figure 2. A firewall in networks for routing all communication between the VLANs LACP standard. 
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For purposes of switch redundancy, 
because of the limits of LACP across 
switches, the failover loadbalance or 
roundrobin modes of lagg or trunk have 
most frequently been chosen in the 
environments where | have assisted with 
the design. 

The following diagram illustrates the 
above infrastructure, with server network 
redundancy added in (Figure 3). 


Load Balancing 

With network and_ firewall redundancy 
covered, there is a remaining gap with 
service availability. If a web server or 
other service has died or otherwise 
malfunctioned, there are load balancing 
options to direct traffic to a different 





Firewall 1 





server 1 


Provider switch 


server. In other instances where a specific 
application is resource intensive on the 
server, the load can be distributed to 
multiple internal servers, automatically 
removing failed servers from the pool. 
There are a number of options for 
load balancing, with varying capabilities. 
In smaller networks, many times the load 
balancing functionality is deployed on the 
firewalls. Two options that integrate into PF 
are slbd and relayd. slbd is deprecated, 
so for new deployments on a stock BSD, 
you'll likely want to use relayd instead. 
pfSense 1.2.x provides a load balancing 
GUI for slbd, which works well, but is more 
limited in its ability to detect failures. If the 
load balancer can connect to the server 
on the service’s port, it is considered up, 


Firqwall 2 








Swith 2 





Figure 3. The illustration the above infrastructure, with server network redundancy added in 
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which may not always be the case. relayd 
provides enhanced service’ checking 
capabilities. pfSense 2.0, slated for stable 
release sometime in 2010, replaces slbd 
with a GUl-configured relayd. 

The options that integrate into PF lack 
some of the more advanced capabilities 
provided by other load _ balancing 
services. Four of the most commonly 
used alternatives are haproxy, nginx, 
pound, and Varnish. They each provide 
somewhat different capabilities, and the 
best fit for your environment will depend 
on your specific needs. Review the links 
provided in the references section of this 
article to determine which best fits your 
environment. For a GUl-managed option, 
pfSense offers a haproxy package. 


Summary 

The BSDs and related tools are a great 
fit and proven solutions for building 
a highly reliable and redundant network 
infrastructure for hosting environments. 
While specific configuration examples are 
beyond the scope of this article, hopefully 
the content here and references provided 
will help you evaluate the solutions 
available and design a solid infrastructure 
for your hosting environment. 
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Comparison 


of FreeBSD 


And OpenBSD: 
Not One Cake But The Two Ones 





Juraj Sipos 


The purpose of this article is to highlight some differences between the two BSD 


operating systems — FreeBSD and OpenBSD. 


t is because there is a significant lack of such information, 

as BSD systems somewhat keep hidden in seclusion. To 

help readers understand what the term BSD means, some 

terminological and historical aspects are presented too. 

There are several types of BSD Unix systems such as 
FreeBSD, OpenBSD, NetBSD, and few other ones, too. These 
BSD’s, however, do not differ from one another in the Linux- 
like fashion. Every BSD system is a cake made with different 
ingredients and thus with its own taste. 

Linux has one skeleton only — all its distributions use the 
same kernel; this OS is comparable to a cake made with 
identical ingredients but with different fruits on its top. 

BSD systems are enveloped with myths some people 
believe are true. A guy in a BSD forum once said that Linux 
packages intended for one Linux distribution cannot be 
always easily installed in other Linux distros, which is the 
same complication as with OpenBSD packages, for example, 
which you cannot install in FreeBSD, and that it is thus unfair to 
compare Linux and BSD systems by criticizing bad installability 
of Linux packages in a Linux these packages are not intended 
for (end of the myth). 

To understand the differences between OpenBSD and 
FreeBSD, we must also get some picture about differences 
between BSD systems and Linux. In the light of this, | have to 
disprove the myth outlined in the above statement, because 
some people think that BSD systems are like Linux. They are 
not. If we look at what now the word BSD means, it is, above alll, 
the abbreviation of Berkeley Software Distribution and presently 
this term only identifies the family of operating systems with 
common history, the same way of handling particular tasks 
(like compilation of a kernel), or the same terminology like, for 
example, the base system, which is an installable BSD-style 
OS with its kernel and system utilities such as ifconfig, mount, 


chmod, etc. but without packages (like AbiWord, MPlayer, etc.). 
There is not such a thing as a sole (one) BSD system. 

Unlike Linux (Slackware, Ubuntu, Debian, RedHat, etc.), 
FreeBSD and OpenBSD differ in their base system more 
manifestly — whether it is the kernel or the system commands, 
both OS’s use different source codes; in addition, some 
commands used for the same task are named differently, 
or they exist in one system only (the sysinstall Command 
in FreeBSD, for example), or have the same name but both 
offer a little different options. We can say the same thing if we 
juxtapose NetBSD and BSD/OS. Anyone can say with certainty 
that OpenBSD is not FreeBSD and that Ubuntu, Slackware, or 
SuSE is Linux. 

A sole member of the BSD family is OpenBSD, FreeBSD, 
NetBSD — not Free BSD (although such a naming convention is 
occasionally used). The word Linux is always written separately 
(Slackware Linux, Debian Linux, etc.). 

The above-mentioned terminological convention mirrors 
the fact that Linux always consists of one body, which means 
that in its environment you will always use the same system 
commands — for example, modprobe to load modules into the 
kernel. In FreeBSD, you will uSe kidioad and in OpenBSD modioad 
— both commands, unlike modprobe, have a different source code. 
There is less compatibility between OpenBSD and FreeBSD (and 
between NetBSD and BSD/OS, etc.) than between Slackware 
and Ubuntu Linux. 

OpenBSD, FreeBSD, or NetBSD are as separate islands 
— each with its own beach and climate. The common feature 
of the BSD family is its organization, too — for example, the 
base system, or the division of distributions into CURRENT 
(developmental and unstable version), RELEASE (for normal use), 
and STABLE. Every system from the BSD family is a separate 
operating system under its own roof. 
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History 
Unlike Linux, the present BSD systems 
stem from the real Unix. Berkeley University 
in California controlled the development of 
BSD Unix. 

Some very long time ago, the 
company AT&T (1960-1970) had started 
developing an operating system we 
today know as Unix. However, at that time 
the company had been prohibited from 
selling software, so it licensed its code to 
universities for a small fee. The universities 
continued developing this source code 
and exchanged patches of it, but under 
coordination of Computer Science 
Research Group (CSRG) at Berkeley 
University. Because of this, the patches 
received the name of BSD Unix (Berkeley 
Software Distribution). 

After many accomplishments and 
troubles, in the beginning of the 1990’s 
the BSD code went public. It was NetBSD 
that first slithered to light as a free OS 
early in 1993; then followed FreeBSD 
(December 1993), and finally, but much 
late, OpenBSD (1995). OpenBSD 
appeared as a Theo de Raadt’s (the 
founding member of NetBSD) protest 
against the NetBSD developers. 


FreeBSD vs OpenBSD 


FreeBSD: is much more user-friendly for 
newcomers, but some criticism appears 
that it is too robust and therefore a little 
less transparent. Some features that 
users have been accustomed to change 
more frequently over time, or rather 
shift away from what this OS looked 
like before. During the development 
period of many years, users have come 
across a number of things that more 
visibly steered away from the historical 
FreeBSD coastline - for example, the 
kernel in older versions of FreeBSD 
was in the root directory, or the syntax 
in the kernel compilation file (/sys/i386/ 
conf/GENERIC) has kept changing more 
dramatically then in OpenBSD over the 
period of many years. 

OpenBSD: is slimmer, if you 
demand something, you will almost 
always succeed (fewer problems with 
unresolved library dependencies). After 
many years, this OS has remained 
much the same. If you download a 


new version of OpenBSD, it will not 
startle you (that some names of devices 
changed, for example). Ports will always 
install successfully. However, OpenBSD 
may appear a little bit more difficult 
for people who got accustomed to GUI 
administration, aS users must configure 
everything manually (for example, by 
editing scripts in /etc). 

FreeBSD: installation takes place in 
the text graphics with intelligible wizards. 
Today, FreeBSD also has its installation 
DVD (a downloadable ISO image), which 
contains many binary packages such as 
KDE, GNOME, etc. 

OpenBSD: the user will burn the 
install46.iso CD image that is available 
on a number of FIP servers (the number 
4.6 indicates the current version). Unless 
you buy the official OpenBSD CD’s or 
DVD’s, you must always download binary 
packages separately, or install them 
over the Internet. Contrary to FreeBSD, 
the install46.iso image contains only the 
base system. The installation process is 
in a pure text (not text graphics). If you 
want to manipulate your disks, you will 
have to deal with cylinders — a ghostly 
approach for most users. OpenBSD 
will always keep you knowing that you 
descended deep into the basement of 
the real Unix. 

FreeBSD: partitioning of disks is a 
straightforward and easy job like a breeze. 
Easy partitioning is available to you even 
after you finished installing the system 
— run the sysinstal Command (a text 
graphic wizard for system administration), 
and then choose Do _ post-install 
configuration of FreeBSD from the menu, 
then The disk slice (PC-style partition) 
editor. That's it. 

OpenBSD: partitioning of disks 
requires more knowledge. The system 
does not have any central configuration 
tool such dS sysinstall in FreeBSD. You 
must do all your system configurations 
manually by editing the relevant scripts 
(with vi or any other editor). 

FreeBSD: has more applications 
(packages) available than OpenBSD; the 
number has exceeded 20,000, which you 
may confirm at www.freebsd.org/ports 
website. The FreeBSD ports tree is one of 
the biggest in the BSD world. 
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OpenBSD: has’ fewer packages 
and newer ones appear with delays; 
OpenOffice.org was ported some years after 
it had been already available in FreeBSD. 

FreeBSD: has better virtualization 
possibilities (as the host system); you 
may use older versions of VMware and 
packages such as WIN4BSD or VirtualBox. 
Wine works very well, too. It smoothly runs 
Microsoft Office. Linux emulation also 
supports compatibility for 2.6.x kernels. In 
FreeBSD, many Linux applications run like 
a breeze including Skype. 

OpenBSD: deployment of virtualization 
strategies (with OpenBSD as the host 
system) is thorny — you can only use 
Qemu. Except for Qemu, there are other 
emulators like DOSBox or Bochs, but 
Quemu and Bochs are slow and cannot 
compete with the power of VMware or 
VirtualBox. However, OpenBSD supports 
running FreeBSD binaries. Win32 
applications run much worse under 
Wine than in FreeBSD. Linux emulation 
is excellent, but a little bit outdated 
(compatible with Fedora Core 4). You 
will run a fewer Linux applications in 
OpenBSD than in FreeBSD. 

FreeBSD: the base system does not 
include software that underwent paranoic 
security auditing. If you want to use the 
Apache Web Server, you must install it 
from ports (packages). In FreeBSD, the 
OpenBSD Packet Filtering (PF) is available 
as a kernel module. 

OpenBSD: the developers put a 
secure Apache Web Server into the base 
system and you do not need to install 
the Apache Web Server separately (from 
ports). OpenBSD implements other smart 
security policies, too. 

FreeBSD: you do not have to set your 
terminal type after you log in; history of 
your shell commands is available even 
after you reboot your PC. If you want to 
implement some security policies (like 
swap encryption), you must configure 
them additionally. 

OpenBSD: every time after you type 
your login name and password, the 
system will prompt you for a terminal type 
(xterm, vt220, etc.); history of commands 
is always erased after the next reboot (for 
security reasons); the system comes with 
security measures (like swap encryption, 
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etc.) that users do not need to employ 
additionally. 

FreeBSD: works with kernel modules 
like Linux. The FreeBSD kernel with 
modules is in the /boot/kernel directory 
(modules have the *ko extension like, for 
example, Snd_driver.ko). User modules 
like kqemu (used to speedup the Qemu 
accelerator) are placed into the /boot/ 
modules directory (after you 
them). 

OpenBSD: supports modules, too, but 
does not use them. The kernel has the 
name bsd and is monolithic (from one 
piece that does not need anything more); 
you will always find it in the root directory 
(/bsd). 

FreeBSD: names of devices differ from 
OpenBSD. For example, physical disks are 
referred to GS /dev/ado, dev/adl, etc; USB 
diskS OS /dev/da0, /dev/dai, etc, global 
partitions (slices in the BSD terminology — 
visible by all partitioning tools) are referred 
tO AS /dev/ados1 (first partition on the first 
hard drive — /dev/ndai in Linux), /dev/ 
adis1 (first partition on the second hard 
drive — /dev/nab1 in Linux), etc.; FreeBSD 
partitions (visible only by FreeBSD) are 
referred tO OS /dev/ad0sla, /dev/ad0s1b, 
/dev/adisle, etc. 

OpenBSD: whether you deal with 
global (slices) or OpenBSD _ partitions, 
OpenBSD follows one naming convention 
only — partitions have letters — /dev/wdoj, 
/dev/wd0a, etc. USB disks are referred to 
OS /dev/sd0, /dev/sd1i, etc. 

FreeBSD: in addition to excellent 
manual pages, this OS has a 
comprehensive documentation kept in the 
/usr/share/doc directory. 

OpenBSD: except for searchable 
documentation and FAQ on the Internet 
(www.openbsdorg), it does not have 
such a comprehensive documentation as 
FreeBSD in its /usr/share/doc directory. 

FreeBSD: to switch between consoles, 
you need to press [Alt-F1], [Alt-F2], etc. If 
you have the X environment running, you 
will get back to it (from text consoles) by 
pressing [Alt-F9]. If you want to go to a 
text console from your X environment, you 
need to press [Ctrl-Alt-F1] (or [Ctrl-Alt-F2], 
[Ctrl-Alt-F3], etc). 

OpenBSD: the user switches between 
text consoles always with three keys 
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— [Ctr-Alt-F1], [Ctri-Alt-F2], etc. You will 
get back to the X Window system, if it is 
running, by pressing [Ctrl-Alt-F 5]. 

FreeBSD: the community is more open 
to ideas and questions to which anybody 
will probably always get a response. If 
you have a general question, you can 
send an email to the addresses listed at 
www.freebsd.org website. 

OpenBSD: the community § (http:// 
www.openbsd.org) is closed, uncom- 
municative; some people say that it 
does not like questions. To say it better, 
the community wants you to thoroughly 
read all the manual pages and will barely 
answer questions like how to mount 
a Linux partition, or how to boot your 
OpenBSD box into a single user mode. To 
get some help, the best policy for you is to 
read OpenBSD forums where questions 
are welcome. 

FreeBSD: although a few tweaks are 
necessary to implement this (look at 
<a href="http://www.freebsd.nfo.sk/ 
bsd2.htm"> www. freebsd.nfo.sk</a>), in 
version 71 and higher, you can use Adobe 
Flash 9 with native FreeBSD Internet 
browsers (Seamonkey, Firefox, Opera) and 
watch youtube.com videos. 

OpenBSD: you can only use _ the 
archaic Flash 70 for Opera Browser, which, 
unfortunately, does not work very well (the 
video is good, but the sound disobeys). 

FreeBSD: was primarily developed for 
the i386 platform. 

OpenBSD: supports more platforms 
than FreeBSD (but fewer than NetBSD). 

FreeBSD: is probably a little more 
responsive in the X environment with 
default settings (without tuning). In my 
FreeBSD box, OpenOffice.org 2.4 writer 
opens in 16 seconds in KDE 3 and many 
other apps, too, launch a little bit faster. 

OpenBSD: applications launch a 
little slower in X in the default installation 
(without tuning). OpenOffice.org 2.4 writer 
opens in 34 seconds in KDE 3 (tested on 
the same computer as with FreeBSD). To 
speed up your OpenBSD box, you need 
to tweak it (disable swap encryption, for 
example, enlarge the number of files that 
can be opened, etc.). 

FreeBSD: none of its features 
dominate — stability, security, and usability, 
as well as desktop or server/network 
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deployment, stand proudly alongside 
each other. The latest software and 
drivers (WiFi, KDE4, etc.) appear in the 
system much sooner than in OpenBSD; 
thus it is possible to say that FreeBSD fits 
better for desktops. 

OpenBSD: its priority is security; only 
then do follow stability, slimness, and 
usability. You may deploy a secure server 
(firewall, gateway, etc.), which is a priority 
for a lot of companies. The software giant 
Adobe Systems runs OpenBSD on its 
systems. OpenBSD (not packages) is 
thoroughly audited as the base system 
for security holes and some security 
experts use it as a honeypot (the system 
designed with the purpose of drawing 
attacks from hackers). OpenBSD has the 
best firewall (PF) ever to be seen in the 
computer world. But this OS is extremely 
conservative - with exception of 
important fixes related to security, many 
other things get implemented much later 
than in FreeBSD. 


The differences and advantages 
summarized jointly 

Although FreeBSD did not have the 
boot menu in the past, its greater user- 
friendliness is apparent already upon the 
first contact with it -— the OS welcomes 
you with an intelligent boot menu, which 
offers you quite a few possibilities to 
choose from including the single user 
mode (useful for cases you forgot your 
password). With OpenBSD, many things 
including the information on how to start 
the OS in the single-user mode may, 
especially for beginners, appear hard to 
find. 

lf you want to choose one of these 
two operating systems and words such 
as slimness, security, or invariability (if you 
are conservative) are not foreign to you, 
than OpenBSD is for you. 

If you have USB sticks, USB hard 
drives, standard network cards — that is, 
the commonly used hardware (known in 
the BSD world), there is nothing to fear 
with both systems, but before buying 
any hardware you must be always 
more careful than with Linux. Do you 
use OpenBSD and plan to buy a new 
hardware? Then you must be even more 
careful than with FreeBSD. FreeBSD has a 


little better hardware support for i886 PC’s 
than OpenBSD and it can be deployed 
anywhere where greater flexibility and 
more software are needed. If the software 
for you does not exist, you can always try 
Linux programs with the FreeBSD Linux 
emulation. 

Are you more conservative or perhaps 
paranoid? Then it is absolutely the best 
decision for you to choose OpenBSD 
because of its purity and fewer changes 
in user interaction to be expected in the 
future. OpenBSD, even today, is very 
easy to install on old (legacy) computers. 
The Linux emulation is excellent, but in 
FreeBSD it is somewhat more up-to- 
date. 

FreeBSD and OpenBsD,_ including 
NetBSD, are three different cakes. They all 
come from one workshop. Any IT expert 
will tell you that workers of this workshop 
were real masters! 
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introducing Beastie 
to Strangers 





Jesse Smith 








When PC-BSD 8 first came out back in February, | installed the operating system on 
two of my machines and was very impressed with the new release. 


twas fast, powerful, flexible and worked well with my hardware. 

Not only was | thrilled with the latest release from the PC-BSD 

team, but | wanted to share my experience with others. | had 

visions of an army of Beasties peacefully invading homes, 
public access terminals, schools and businesses. And while | felt 
this BSD product had earned a place on my desktop machine, 
| was curious to see how other people would react to it — not just 
people in the IT field or people who were already open source 
enthusiasts, but everyday Joe and Jane Users. With that in mind, 
| burned several copies of the PC-BSD DVD, created a short survey 
form and handed both items out to anyone willing to participate. 

The survey asked each volunteer some questions about how 
comfortable they were with computers, which common operating 
systems they had used previously and what sort of hardware 
they were using.. After all, as any technical support agent can 
tell you, not all computers and customers are created equal. 
Each person was additionally asked what aspects of the system 
worked for them, what did not work, what their first impressions 
were and how they felt about some of PC-BSD’s key abilities on 
the desktop. The software testers were then given two weeks 
to experiment with PC-BSD without any assistance or direct 
technical support aside from the project's users manual. After 
two weeks, | collected the survey forms and set about finding out 
what everyone else thought about PC-BSD’s latest offering. 

A disclaimer is probably in order here: this wasn’t a scientific 
experiment. There weren't any control groups, the participants 
werent monitored and all the volunteers filled out their own forms. 
The information gathered to make this report was from a fairly 
small population size (just under twenty people) and what it 
represents is closer to collective anecdotes than scientific finding. 

From my perspective, one of the more interesting things about 
the survey results | got back was seeing how people ranked their 
abilities with computers and how that compared with their range 


of experience with various operating systems. On a scale of 1-10, 
the lowest anyone ranked their abilities with a computer was 2. 
That person claimed the only operating system they had ever 
used (prior to trying PC-BSD) was Microsoft Windows. In fact, 
about a third of the people questioned said they had only ever 
used Windows prior to the experiment. The highest self-ranking 
score was an 8, and that person stated they had used every OS 
on the form (Windows, OS X, DOS, Linux, Solaris and FreeBSD). 
Getting a firm idea of what hardware was being used to test 
PC-BSD was difficult. Some people were able to provide detailed 
information, stating the type of processor, CPU speed, memory 
and hard drive size. But about half of the respondents claimed to 
have no knowledge of their computers hardware other than it was 
a three year old desktop, or that it was a second hand Dell. Of the 
people who did provide specific information about their computers, 
the lowest-end machine had a 2.3GHz processor and 1GB of RAM 
with a 360GB hard drive. The highest-end machine had a dual 
core 2GHz CPU, 4GB of memory and a 320GB hard drive. Almost 
all of the test machines were reported to be desktops, with two 
volunteers reporting they were using a laptop for the experiment. 
First impressions are always important and this is where 
the participants seemed most uncomfortable with the operating 
system. AS one person remarked, It reminded me of DOS booting 
up. Most operating systems, including Linux and other members 
of the UNIX family, have moved to graphical start-up screens and 
seeing plain text scroll by tended to throw people off. As another 
volunteer observed, | didn’t like the black screen with white text 
Fortunately, once people arrived at the desktop, they felt more 
comfortable. One survey response summed up the overall 
impressions of the desktop nicely by commenting, there were nice 
colours and a slight adjustment to new terms. On the flip side, it 
seems hardware problems were a serious issue for a number of 
people — nearly a third of the participants were unable to get PC- 
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BSD to boot as far as the desktop, reporting 
their screens went blank after the boot menu 
but before the reaching the desktop. Among 
those who were able to reach the desktop, 
one reported being unable to get on-line as 
the computers modem wasn't detected. 

Though some got off to a rocky start, 
the volunteers who arrived at the desktop 
reported mostly positive results. Of the 
group of people who got PC-BSD to boot, 
everyone reported their screens being set 
to a suitable resolution and their hardware 
(such as mice, keyboards and sound 
cards) working. For most of the group 
navigation through the system was easy, 
though one commenter mentioned having 
trouble adjusting to the KDE menu layout. 

Often times when users give feedback 
it's in the form of complaints or bug reports. 
While the volunteers ran into the occasional 
problem, they also had some very positive 
things to say about the features built into 
PC-BSD. Everyone, for instance, was very 
happy to learn the FreeeBSD-based system 
came with multimedia codecs and Flash 
installed right out of the box. Each member 
of the experiment who managed to get 
the operating system running expressed 
pleasure at the wealth of applications 
(such as Open Office) which came with 
the system free of charge, as opposed to 
trial-ware and other half-functioning apps. 
Though most of the volunteers didn’t have 
enough time to use and appreciate some 
aspects of the system, a few respondents 
expressed a great deal of enthusiasm for 
ZFS snapshots and the concept of being 
nearly immune to malware. For the most 
part, the group was silent on the topic 
of package management with one user 
finding the package manager confusing 
and two people expressing how they liked 
the software web browser. 

As far as using PC-BSD for their day- 
to-day tasks (such as e-mailing, web 
browsing, editing documents and playing 
media files), the users largely felt that the 
operating system was a good fit, with one 
person mentioning trouble working with MS- 
Office documents. Another user mentioned 
the system appeared to have wondertul 
features but wasn’t sure how to make use 
of all of them, reducing their productivity. 

So, at the end of the day, how did 
people view PC-BSD? About a quarter of 


the people surveyed said they liked PC- 
BSD and, over all, enjoyed the experience 
with one person considering making 
a switch from their previous OS. Another 
quarter of the respondents (mostly made 
up of people who either couldn't get the 
system to boot or get on-line) said they 
werent happy with the product. Though 
one disappointed volunteer expressed an 
interest in trying a future version if it could 
be made to boot on their hardware. The 
remainder, about half, of the group said 
they were interested in PC-BSD, but were 
not planning on using it full-time. As one 
person put it, they'd like to try the OS again 
with my IT guy beside me to help explain 
the software. 

Something | found surprising, looking 
at the results, was there didn’t seem to 
be any correlation between people’s 
confidence in their ability to use computers 
and getting PC-BSD to work for them. 
People who ranked their computer skills 
as being low were almost as comfortable 
getting the OS up and running as people 
who ranked themselves higher The only 
serious hurdle to the testers appeared 
to be hardware, with some participants 
reporting their computers would lock 
up during the boot process. But once 
a tester reached the graphical desktop, it 
was generally smooth sailing from there. 
While the sample size involved is too 
Small to draw any concrete conclusions, 
these findings suggest to me that the 
applications and layout of PC-BSD are 
mature and ready for the desktop. The 
bottleneck to adoption appears to be with 
a combination of hardware drivers and 
inertia. The latter because even volunteers 
who had very good experiences with 
PC-BSD showed a reluctance to switch 
operating systems, being comfortable with 
their existing set up. 

Another thing | took away from this 
experiment is PC-BSD _ is_ providing 
a desktop environment which makes 
BSD easily available to a _ broader 
audience. Even to people who haven't 
used a member of the UNIX family before. 
With its wide range of software and well- 
considered defaults, the latest release of 
PC-BSD is mixing the power of FreeBSD 
with the novice-friendly desktop with 
wonderful results. 


www.bsdmag.org 


Laem Cemetelaidal lead: 
LCOS) Putt P Al mere 

TT tai Creh Lae 
other BSD users — do not 
atctoJhe: 10> Meem aooe OUT Me Vie (ed Talos 
Oem (elt e mire me 
your idea for an article. 


ALL 


Become BSD magazine 
Author or Betatester 


As a betatester you can 
decide on the contents and 
the form of our quarterly. 

It can be you who read 

the articles before 
everybody else and suggest 
the changes to the author. 


Contact us: 
editors@bsdmag.org 
www.bsdmag.org 








A : ’ f a 
ae 


Neal 


BSDCan, a BSD conference held in Ottawa, Canada, has quickly 
established itself as the technical conference for people working 
on and with 4.4BSD based operating systems and related projects. 
The organizers have found a fantastic formula that appeals to a 
wide range of people from extreme novices to advanced developers. 


BSDCan 2010 will be held on 13-14 May 2010 at University of 
Ottawa, and will be preceded by two days of Tutorials on 11-12 May 
2010. 


Shere will be related events (of a social nature, for the most part) 
on the day before and after the conference. 


http://bsdcan.org/ 
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Notable features include: 


* Dual Intel® Exe ch vith QuickPath Interconnect (OPI) 


* Dual Intel® 64-Bit Socket 1366 Six-Core, Quad-Core, or Dual-Core, up to 6.4 GT/s 
Intel® Xeon® Processor 5600/5500 Series « Upto 192GB DDR3 1333/1 Wer trae Registered 
« 4U Storage Server Chassis with up to 72 TB storage capacity DIMM/24 GB Unbuffered DIMM 
* 36 x 3.5 Hot-Swap SAS/SATA HDDs (24 front side + 12 rear side) * 2 (x16) PCI-E 2.0, 4 (x8) PCI-E 2.0 (1 in x16 slot), 1 (x4) PCI-E 
* 1400 W (1+1) Redundant High Efficiency Power Supply (in x8 slot) 
(Gold level 939+ power efficiency) * Intel® 82576 Dual-port Gigabit Ethernet Controller 


iXsystems Introduces the OrionIll 4U Storage Solution 


The ix-N4236 boasts energy efficient technology and maximum, high density storage capacity, creating a 4U 
powerhouse with superior cooling. 


The Orion Il has thirty-six hot-swappable SAS/SATA drive bays, providing 50% more storage density than its predecessor. By 
delivering high-end storage density within a single machine, iXsystems cuts operating costs and reduces energy requirements. 


Storage sizes for the iX-N4236 are customizable, with 250GB, 500GB, 750GB, 1TB, and 2TB hard drives available. For 
environments requiring maximum storage capacity and efficiency, 2TB Enterprise-class drives are available from Western 
Digital®, Seagate®, and Hitachi. These drives feature technologies to prevent vibration damage and increase power savings, 
making them an excellent choice for storage-heavy deployment schemes. 


The Intel® Xeon® Processor 5600 Series (Six/Quad-Core) and Intel® Xeon® Processor 5500 Series (Quad/Dual-Core) 

have a light energy footprint, while creating a perfect environment for intense virtualization, video streaming, and management 
of storage-hungry applications. Energy efficient DDR3 RAM complements the other power saving components while still 
providing 18 slots and up to 192GB of memory overall. 


100% cooling redundancy, efficient airflow, and intelligent chassis design ensure that even under the heaviest of workloads, 
the Orion Il remains at an optimal temperature, while still drawing less power than other servers in its class. With a 1400 W 
Gold Level (93%+ efficient) power supply, the entire system works together to efficiently manage power draw and heat loss. 


For more information or to request a quote, visit: 
http://www.iXsystems.com/Orion2 
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